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PRECAUTIONS

Electromagnetic Compatibility:

The Commander Vision is a Class A product. In a domestic environment radio interference may
occur. You may be required to take measures to eliminate such interference.
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INTRODUCTION TO YOUR
COMMANDER VISION SYSTEM

System description

= The Commander Vision can accommodate up to eight PSTN Lines, or four ISDN Basic Rate
Accesses, or a combination of both, and up to eighteen Stations.

= The Commander Vision is modular in construction. It is upgraded by adding various system
expansion cards.

= The Commander Vision has a simple-to-use menu-driven interface.
= The Commander Vision is a hybrid PABX / key-system.

= The Commander Vision can operate with system Keystations, standard telephones, or
approved ISDN devices.

= The Commander Vision has remote access and maintenance capability.

The Commander Vision's modular design allows it to grow as you grow. No matter what size system
you start with, you can expand up to the maximum capacity. The base system includes either two
PSTN Lines and allows up to six Stations to be connected, or includes a Base Rate Access instead
of the two PSTN Lines. By adding system expansion cards to these base systems you can have up
to eight PSTN Lines or four ISDN Basic Rate Accesses, or a combination of both, and up to eighteen
Stations. A card providing an interface to an internal ISDN S-bus can also be added, to which up to
eight ISDN devices can be attached. One of the ISDN Basic Rate Accesses can also be configured
to act as a second internal S-bus.

The system Keystation has a large display area that features an intuitive menu-driven interface.
Display Keys activate the facilities that are shown on the Display. It is not necessary to dial any
feature codes when using the Keystation. This makes the system easy to use and saves you time.
The Commander Vision is extremely flexible. You have the choice of operating the system as either
a key system where all users have direct access to all Lines for making and receiving calls, or as a
PABX with all calls being answered by an operator console, or as a hybrid combination of both. You
can choose to use system Keystations or standard telephones at each Station, and you can change
the combination at any time. A Door Station is available that can be programmed to ring at any
Station, and a Doorstrike output is also provided. A Long-line Station, a Central Bell, external Music-
on-Hold, Call Logging and a Call Manager for Keystation control may also be installed.

The Commander Vision is easy to install and maintain. Your Commander consultant can diagnose
and programme your system remotely.

System terminology:

Your Commander Vision system consists of the wall-mounted Main Equipment, to which Line and
Station connections are made.

Line connections provide access to the switching exchange of your telecommunications Network
Provider. The connections can be either standard analogue, called PSTN Lines, or digital, called ISDN

Accesses. Each ISDN Access incorporates two separate ISDN Lines over which calls can be made.

You connect either a full-featured Keystation, or a standard telephone, to the Station connections.
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System options

This table details the various system options available. Should you need product assistance, please
call Commander Service on 1 300 138899. For information on obtaining additional Keystations or
system options, please call Commander Sales on 1 300 138833.

Option Capacity Notes
PSTN Lines 8 )
ISDN Accesses 4 8 Lines total
(2 ISDN Lines per Access)
ISDN S-bus interfaces 2 5 ISDN interfaces total
Keystations 18
Standard telephones 18 18 stations total
Hybrid Stations - Keystation or standard telephone 18
ISDN devices (connected to S-bus interfaces) 16 8 per interface
Programming Station (via standard Keystation) 1 Station 20 (default)
Operator Station 1 Station 20
Long-line Station 1 Station 22
Headset operation Yes
Door Station 1
Door Open All Stations
Fax Detection Yes
Public Address Yes
Central Bell Yes
Pick-up (Station) Groups 4
Outgoing (Line) Groups 4
Hunt Groups 4
Courtesy Service Yes
Voice Mailboxes 18 If Voice Module fitted
Customised Courtesy Service Yes
Answering Machine Service Yes
Auto-attendant Service Yes
Speed Dial -Common 200
Speed Dial - Personal 12
Classes of Service (Call Restriction) 6 classes 4 Tables of codes
Conference Calls 3 participants
2 external
Call Logging Yes
Internal/External Music On Hold Yes
Call Manager (PC control of Keystation) 18
Battery Backup Unit Yes
PABX operation Yes
Remote maintenance and programming Yes
Remote diagnostics Yes
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Using this handbook

This Owner's Handbook is your guide to using the Commander Vision system and its features, with
either a Keystation or a standard telephone. It also explains how to programme system settings
using your Keystation.

In describing the various system features, dialling codes are given which you use with a standard
telephone to activate the features. (If you wish, you can also use these codes from a Keystation).
Read the section 'Introducing your Keystation' on page 14 to understand how to operate the menus
and use the other features of your system Keystation.

To get up and running, read the section 'Getting started - basic call features' on page 19.

If you are using a standard telephone, read the section 'Using a standard telephone' on page 26.
When you are ready to use additional call features, refer to the section Additional call features on
page 29.

The section 'Station set-up options’ on page 46 details the options that use your Station, including
information on how to set up your Keystation to suit your individual needs in the sub-section
'Customising your Keystation'.

System set up options that relate to call features are included in the above sections. Refer to the
section 'Programming system options' on page 53 for additional system configuration options,
including how to programme which Stations ring on incoming calls, how to set Day and Night
Service, and so on.

'Using a fax machine' on page 60 details how to make most effective use of a fax machine with
your Commander Vision.

To control which numbers system users may dial, refer to "Restricting outgoing calls’ on page 62.
Your Commander Vision may be equipped with a Voice Module in which case a humber of powerful
Voice Services are available. These are: Courtesy Service, Voice Mailboxes, Answering Machine and
an Auto-attendant Service. Details are given in "Using voicemail and other voice services' on page
66. (Note that use of the standard Courtesy Service greeting does not require a Voice Module to
be fitted).

'Programming additional system options' on page 79 covers miscellaneous system programming options.
If you have equipped your system with ISDN access, read "Setting up and using ISDN' on page 95
for details on the features and configuration options.

The 'Programming Reference' on page 103 provides an overview of all Station and system
programming options.

Refer to the Glossary on page 112, if you come across a term you do not understand.

Finally, the Index on page 116 is the easiest way to find information on a specific topic.
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Introducing your Keystation
Your Keystation is a highly featured display telephone for use with your Commander Vision system.

It features a 4-line Display that displays prompts, and menus with selectable options, during
operation. This unique menu-driven interface makes the system simple to use - no codes are
needed to programme and activate features.

Note: Your Keystation can also use the feature access codes (Page 26) for quick and ease of use
if required.

System settings are also programmed via a standard Keystation using the intuitive menu-driven
interface, without the need for special codes.

It features eight Programmable Keys, which are pre-programmed to access exchange Lines, and four
Function Keys which group often used features in a logical manner.

The Keystation is fully hands-free, so you can make calls, receive calls and use its features without
lifting the handset.

A Keystation is shown below. The elements that are referenced in this text are pointed out and named.

EIGHT PROGRAMMABLE KEYS
KEYPAD (LINE KEYS / LIGHTS BY DEFAULT)

HANDSET m : RINGING/

MESSAGE WAITING LIGHT

FOUR FUNCTION KEYS

SPEAKER

KEYPAD EDIT KEYS

IR

PaRS

~

N2

2N R

o

o

- voLuwme +

.

UNE3

w

S
8

(o2}

B

# ©

UNE 4

HANDSFREE

e

VOLUME KEY

HANDS-FREE KEY /LIGHT

= PROGRAMME P - Programming options

= MESSAGE [ | - Message retrieval

= DIRECTORY [ - Personal and system speed dial lists
= NETWORK N - Network and ISDN services

SIX DISPLAY KEYS

DISPLAY

SCROLL KEYS

MICROPHONE
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To adjust how your Keystation is mounted:

= The desk plinth allows you to mount the Keystation at two angles, and at two heights as

shown below.

= The Keystation may also be wall-mounted. When wall-mounted, the handset retaining hook
must be reversed to ensure the handset can be properly retained.

Upper

There are retaining clips on the desk
plinth which allow the plinth to be
set at two angles

When the correct viewing angle has
been selected, clip the plinth onto
either the lower or upper slot on the
underside ot the Keystation

Lower \
N % 7{
: \E % |

Plan view of plinth

Side view of plinth
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Using the Keystation Display:

The Keystation Display presents various prompts and information, and various menus containing
selectable options to the Station user.

Prompts and information

= Prompts appear telling you what action to take, or warning of an incorrect action. For exam-
ple, an attempt to access the system programming menus from the wrong Station will
result in the prompt ‘Programming refused’ being displayed.

= When your Keystation is not in use, its Display shows the time and date on the top line. To
set the time and date, see page 58.

= When you dial an external number, the Display shows the digits as they are dialled.

= When you make an internal call, the Station number you dialled is displayed. If the Station
has been programmed with a name, the name is displayed.

= You can leave a message on your Keystation Display, which will be also seen by other
Keystation users who call your Station. (See 'Setting Display Messages' on page 34)

= You can display caller numbers, (or names if programmed), on your Keystation display. (See
page 35).

Menus

When the Keystation is idle, the Idle Menu is presented containing a large number of options
displayed in groups of three. This menu, showing the first three options, is shown below. (You use
the Scroll Keys below the Display to scroll up and down through the options).

HH:MM DD.MM.YR

- INTERNAL CALL
- EXTERNAL CALL

- REDIAL LAST NUMBER

A

A\

If you are on a call or operating a feature, the menu changes to offer only those options relevant to
what you are doing. Also, when features such as Station Lock are set, the first prompt on the
Display becomes the option to cancel the activated feature.

When activating certain features it is necessary to select the Stations on which you wish to activate
the feature. In this case the Station Menu is presented listing all the Stations connected to the
system. Similarly, a Line Menu may be presented listing all the PSTN Lines and ISDN Accesses
connected to the system.

Note: Most menus will display the option *Cancel’. This allows you to exit without activating the
feature. You may also press the Scroll Up () Key for two seconds to return to the previous menu.
Finally, pressing the Hands-free Key exits all menus and returns the Display to the Idle Menu.
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Using the Display Keys to select menu options:

The six grey Display Keys, located on each side of the Display, are pressed to select the menu
option shown alongside on the Display. This will either activate a feature, cause another menu to
be displayed, or select items from a list.

When selecting from a displayed list, (for example selecting Stations from the Station Menu),
selected items will be denoted by a & next to the object. Unselected items will be denoted by a ¢
next to the item. Selecting an item with a ¢ alongside causes the item to be selected and the
symbol to change to e, and vice versa.

Note: Do not press the Display Keys quickly in succession to 'hop' through menus. You must wait
for the Display to change before making your next selection.
Using the Scroll Keys:

The Scroll Keys are located under the Display and are used to scroll up and down through the Display
options. When the Scroll Down Key (v) is pressed, the next three available options are displayed.
Conversely, pressing the Scroll Up Key () will take you back up the Display to the previous options.

Note: Pressing the Scroll Up Key (a) for two seconds will exit to the previous menu.

Using the Keypad and the Keypad Edit Keys:

The Keypad can be used to enter digits when dialling, or text when programming names or
messages. There are two Keypad Edit Keys below the Keypad. You can use these keys to move left
and right when entering names or messages, and to correct digits in Pre-dial mode.

How to enter text when programming names or messages:

= Press 2 once for A, twice for B, and so on. (Pressing 2 continuously loops through
ABCabc2). Press 3 once for D, twice for E, three times for F, and so on.

= Wait for two seconds for the cursor to move on or press the right Keypad Edit Key to move
to the next location. Pressing 1 or O and waiting two seconds gives a blank space.

= When programming a Speed Dial number, you may insert a pause of 1.5 seconds between
digits by selecting 'Pause’ on the Display.

A maximum of ten characters per name, including spaces, may be entered.

Using the Programmable Keys / Line Keys:

There are eight Programmable Keys across the top of your Keystation. These keys are pre-
programmed as Line Keys. Each Line Key is associated with a Line, the first key with Line 1 and so
on, (in so far as the system has Lines equipped). Pressing Line Key 1 seizes Line 1, returning a dial
tone and allowing you to dial an external telephone number. The Line Keys incorporate a red light,
which is lit on all Keystations when the associated Line is seized. When a call on a Line is put on
hold the associated Line Key light flashes on all Keystations, (unless the system programming is
changed from the default as detailed on page 89).

If you have less than eight Lines some Programmable Keys will not be pre-programmed as Line
Keys. You can programme these, (and the Line Keys if desired), to activate other system features.
(See page 47).
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Using the Hands-free Key:

You can use the Hands-free Key to have a conversation without having to lift the handset. Press the
Hands-free Key to go off-hook, as if the handset were lifted with the Keystation speaker and microphone
replacing the handset. Pressing the key again goes back on-hook, as if the handset were replaced.

You may also use the Keystation with a headset - replace the handset with a headset and use the
Hands-free Key to go on- and off-hook. (You must also programme the system to work in Headset
Mode - see page 47).

When you have the handset off-hook, pressing the Hands-free Key turns the speaker on and allows
other people in the room to hear the caller.

The Hands-free key has a red light, which is lit whenever the Hands-free Key has been pressed to
go off-hook or to turn on the speaker.

Note: Pressing the Hands-free Key at any time during programming exits the programming menus
and returns the Display to the Idle Menu.
Using the Volume Key:

= To adjust the speaker volume, press the Volume Key when in Hands-free Mode.

= To adjust the handset receiver volume, press the Volume Key when in Handset Mode.

< To adjust the ringing volume, press the Volume Key when the Keystation is ringing.

Note: Volume will increase/decrease by one level for every press of the Volume Key.

Using the Mute Key

The Mute Key can be pressed when you are using the handset or in Hands-free Mode. When
pressed, the other person on the call cannot hear you. The Mute Key has a red light, which is lit
when mute is active.

The Ringing / Message Waiting Light:

There is a red light on the top right-hand corner of the Keystation. This light flashes when there is
an incoming call. It also lights up when a voice message has been left in your Voice Mailbox.

Using the Function Keys:

There are four Function Keys located directly above the Keystation's Display. Particular features are
grouped under these keys, as follows:

PROGRAMME P: This key accesses the options available to customise your Keystation settings and
enter your Personal Speed Dial list. It also accesses system programming from the Programming Station
only. (See page 46 for customising your Keystation and page 48 for system programming access).

MESSAGE * : This key accesses Voicemail and Display Messaging features. (See page 68 for
Voicemail and page 34 for Display Messaging).

DIRECTORY & : This key allows you to dial numbers in the System and Personal Speed Dial lists,
and also allows convenient dialling of the Commander Service and Sales telephone numbers. (See
page 46 for Speed Dial lists and page 111 for Commander dialling).

NETWORK N: This key accesses ISDN services, and also allows convenient dialling of the Telstra
network access code. (See page 95 for ISDN services and page 44 for Telstra network access).
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GETTING STARTED - BASIC CALL FEATURES

Making and answering calls

To make an external call:

= Lift the handset and seize a free Line in one of the following ways:

= Select the "External call’ option on the Display. The Line menu will be presented. Select a
free Line. (Busy Lines are indicated by a & beside the Line on the Display).

= Press the Line Key 1 for Line 1, Line Key 2 for Line 2, and so on. (This is applicable only if
the Programmable Keys are programmed as Line Keys, which is the default programming).

= Dial O, (to seize a Line from Outgoing Group 1).

= Dial 81, 82 or 83, (to seize a Line from Outgoing Groups 2, 3 or 4 respectively).

= Dial 51, 52, 53, 54, 55, 56, 57 or 58 to seize Line 1, 2, 3, 4, 5, 6, 7 or 8 respectively.
= Dial the telephone number you require. Digits are sent to Line as they are dialled.

Note: If you do not lift the handset then you may enter digits in Pre-dial mode - digits will not be sent
for processing until you either lift the handset, press the Hands-free key, or select 'Send digits from
the Display. You can edit the number you have entered prior to sending to the Line, by using the left-
hand Keypad Edit Key, located below the keypad.

Note: If you are entering an external number in Pre-dial mode, enter O, 81 - 83 or 51 - 58 first, to
have a Line seized when you send the digits for processing.

To make an internal call:

You can place an internal call in one of the following ways:

= Select the ‘Internal call' option on the Display and select the desired Station from the list
= Dial the Station number (20 - 37) and select 'Send digits".
= Lift the handset and dial the Station number.

The Display will show the Station number, or, if programmed, the Station hame.

From a standard telephone, go off-hook and dial the Station number.

To make a Speed Dial call:

You have access to a Personal Speed Dial list of up to twelve numbers, and a System Speed Dial
List of up to two hundred numbers. Refer to page 46 for how to add numbers to your Personal Speed
Dial list and page 33 to add numbers to the System Speed Dial list.

= Press the DIRECTORY Key &

= Select 'Personal speed dial' to access your Personal Speed Dial list and 'System speed
dial' to access the System Speed Dial list.

= Select the number or name you wish to dial. Use the Scroll Down Key (v) to move down the
list. A Line will automatically be seized and the number dialled.
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To answer a call:
When the Keystation rings, you can do one of the following:

= Select 'Answer the call' on the Display.
« Lift the handset.
= Press the Hands-free Key.

From a standard telephone, lift the handset.

Holding and transferring calls

To place an external call on hold:

= Whilst on the call, select 'System hold" on the Display, or press a free Line Key.

= To retrieve the call, select 'Return to line" on the Display, or press its Line Key.
Note: If a Station has two calls on system hold, selecting "Return to line" will return the Station to
the first call that was put on hold.

To transfer a call to another Station:

= Whilst on the call, select 'Internal transfer' on the Display.

= Select the desired Station from the Station list presented on the Display, or dial the Station
number.

= Select 'Transfer’ or replace the handset, to transfer the call.

Note: You can transfer a call to a Station when the Station has answered, or whilst ringing the
Station, or whilst the busy tone is being received from the Station.

Note: If you have a Station number programmed as one of your programmable Line keys, then you
can transfer a call by selecting the Line key and either pressing transfer on your display or going on-
hook

From a standard telephone, press the Recall (R) key on the telephone and dial the Station number.
To transfer the call, replace the handset.

To transfer a call to an external number:

= Whilst on the call, press the Scroll Down Key (v) until ‘External transfer' is displayed.
= Select "External transfer'.

= Select a free Line and dial the number.

= When the call is answered, press 'Transfer'.

Note: Transferring an external call to an external number ties up two exchange Lines. Such calls are
called trunk-to-trunk calls and are set to last five minutes when both Lines are standard PSTN Lines
and are unsupervised, that is, they do not have the 'Reversal-on-ldle’ network option. See page 92.
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To make an external consultation call:
Whilst on an external call, you can contact another external number to make an enquiry, as follows:

= Press the Scroll Down Key (v) until "External consultation® is displayed.
= Select the "External consultation® option on the Display.
= Select a free Line and dial the number.

= When the call is answered, you can go back and forth between both calls. Select the
'Return and hold" option on the Display each time you want to swap to the other call.

Deflecting calls

This allows you to divert a call that is actually ringing at your Station.

To deflect a call ringing at your Station:

= When a call is ringing at your Keystation, select 'Deflect the call' on the Display.

= Select a free Station from the Station list presented on the Display. The call is presented to
the selected Station and stops ringing at your Keystation. If you attempt to deflect a call to
an unavailable Station, it will continue to ring at your Keystation.

= To deflect your call to your Voice Mailbox, dial 38 after selecting 'Deflect the call’.

Note: For information on setting up and using a Voice Mailbox refer to page 68.
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Diverting calls

To divert all calls from your Station:

Before you leave your Station, you can divert all your calls to ring at another Station. Alternatively,
you can divert all external calls presented to your Station to an external number.

= From the Idle Menu, press the Scroll Down Key (v) until 'Divert’ is displayed.
= Select 'Divert'.

= Select "Divert all calls’.

= Enter an internal number if you want to divert all your calls to another Station.

= Enter O followed by an external number if you want to divert external calls to an external
number. If diversion is set to an external number, it will be ignored for internal calls.
Internal calls will ring the telephone.

« Select 'Confirm’'.

Note: Once set the Idle Menu will show the option "Cancel divert'. To cancel the diversion, select
‘Cancel divert’.

Note: Broken dial tone will be heard at your Station until all call diversion is cancelled.
Note: You cannot divert to a Station that has the ‘Do Not Disturb' feature set.

Note: Diverting an external call to an external number ties up two exchange Lines. Such calls are
called trunk-to-trunk calls and are set to last five minutes when both Lines are standard PSTN Lines
and are unsupervised, that is, they do not have the 'Reversal-on-ldle’ network option. See page 92

From a standard telephone, the code to set and cancel the diversion is 151.

To divert your calls to you whilst you are at another Station:

The Follow Me feature allows you to set a call divert to another Station after you have left your
Station.

= From the Keystation that is to answer the calls, press the Scroll Down Key (v) until 'Divert’
is displayed.
= Select 'Divert'.

= Select "Follow me". You will be prompted to enter your Station number and your Station Lock
Password. (The default Station Lock Password is 123). When these are entered, the diver-
sion is activated.

Note: Once set the Idle Menu on your own Station will show the option 'Cancel divert'. To cancel
the Follow Me diversion, select 'Cancel divert'.

Note: Follow Me will not divert a call from a Station, if the call has been previously diverted by Follow
Me to that Station.

From a standard telephone, the code is 154.
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To divert calls when your Station is busy:

The Divert on Busy feature allows you to divert all your calls to ring at another Station if your Station
is busy (engaged). Alternatively you can divert all external calls to an external number if your Station
is busy. In this case internal calls will not be diverted but will be given the busy tone.

= From the Idle Menu, press the Scroll Down Key (v) until ‘Divert’ is displayed.

= Select 'Divert'.

= Select 'Divert when busy'.

= Enter an internal number if you want to divert all your calls to another Station.

= Enter O followed by an external number if you want to divert external calls only to an exter-
nal number.

= Select 'Confirm' to accept the number.

Note: When Divert on Busy is enabled on a Station to divert to an external number, external
incoming calls will divert but internal calls will not.

Note: Diverting an external call to an external number ties up two exchange Lines. Such calls are
called trunk-to-trunk calls and are set to last five minutes when both Lines are standard PSTN Lines
and are unsupervised, that is, they do not have the 'Reversal-on-ldle’ network option. See page 92.

To cancel a Divert on Busy diversion:

« From the Idle Menu, select 'Divert’.

= Select 'Divert when busy’. The diversion is automatically cancelled and the Display returns
to the Idle Menu.

From a standard telephone, the code is 152.

To divert calls when your Station does not answer:

The Divert on No Answer allows you to divert all your calls to ring at another Station if there is no
answer at your Station after four rings. Alternatively, you can divert all external calls to an external
number if your Station has not answered after four rings. In this case internal calls will not be
diverted but will continue to ring your Station.

= From the Idle Menu, press the Scroll Down Key (v) until ‘Divert’ is displayed.
= Select "Divert'.

= Select 'Divert on no answer’.

= Enter an internal number if you want to divert all your calls to another Station.

= Enter O followed by an external number if you want to divert external calls to an external
number.

= Press 'Confirm' to accept the number.

Note: If Divert on No Answer is enabled on a Station to divert to an external number, external
incoming calls will divert, but internal calls will not.

Note: Diverting an external call to an external number ties up two exchange Lines. Such calls are
called trunk-to-trunk calls and are set to last five minutes when both Lines are standard PSTN Lines
and are unsupervised, that is, they do not have the 'Reversal-on-ldle’ network option. See page 92.
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To cancel a Divert on No Answer diversion:

= From the Idle Menu, press the Scroll Down Key (v) until ‘Divert' is displayed
= Select 'Divert".

= Select 'Divert on no answer’. The diversion is automatically cancelled and the Display
returns to the Idle Menu.

From a standard telephone, the code is 153.
Holding conference calls

This feature allows you to hold a three-way conversation between three Stations, or between two
Stations and an exchange Line, or between two exchange Lines and a Station.

To hold an Internal Conference:

= When on a call, press the Scroll Down Key (v) until *Internal Conference’ is displayed.
= Select 'Internal conference’.

= Select the Station to be included in the conference.

= When the Station answers, select *Conference' on the Display.

To hold an External Conference:

= When on a call, press the Scroll Down Key (v) until "External Conference’ is displayed.
= Select "External conference’.

= Select a free Line and dial the external number.

= When the call is answered, select 'Conference’ on the Display.

Note: An external conference call ties up two exchange Lines. Such calls are called trunk-to-trunk
calls. If both Lines are standard PSTN Lines and are unsupervised, (that is, they do not have the
'Reversal-on-ldle* network option), then the conference call will be cleared down when the party at
the Commander Vision hangs up, irrespective of whether the external parties have hung up or not.
See page 92.

Note: At the start of a conference call a single tone is presented to all parties to indicate that the
call is a conference call.

From a standard telephone, press R when on a call, place the second call and, when it is answered,
dial R3.
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Using your Keystation with a headset

To use the Keystation with a headset you must first set the Keystation in Headset Mode as
described on page 47. In Headset Mode you use the Hands-free Key in place of lifting or replacing
the handset.

To make an internal or external call when using a headset:

= Press the Hands-free Key and dial your calls in the normal way.

To clear down (end) a call when using headset:
= Press the Hands-free Key.
To answer a call when using a headset:

= Select the 'Answer the call' option on the Display, or press the Hands-free Key.
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USING A STANDARD TELEPHONE

Feature access codes list

You may access the wide range of Commander Vision features with a standard telephone. To use
a feature, dial the appropriate code from the list given below. (In the table, R means the Recall Key).
If your telephone is equipped with memory keys, you may programme feature codes onto the keys
- refer to your telephone user guide for instructions.

Feature Code Feature Code

Display Messages 39 (1-8) Operator/Station 20 9

Answering Machine on/off 158 Page - Keystations 44

Ring Back R5 PA - answer 45

Call Pick-up (incoming calls only) 67 PA announcement 47

Call Pick-up Group (all calls) 68 Park R40

Call Waiting Tone Protection 66 (R66) Pick up parked call 40

CLIR activation 64 Recorded messages - retrieving 88

Conference R3 Redial 60

Divert on Busy 152 xx Reminder Call 46

Divert on No Answer 153 xx Reminder Call cancel 46*

Divert All 151 xx Reset telephone 157

Do Not Disturb - set/cancel 150 Return and release in Two Call handling R1

Door Open 86 Return and hold in Two Call handling R2

External Call Hold R Room Monitor 48

Follow Me 154 Speed Dial - accessing personal numbers 61 (0-9)
(Password) xx

Forced Call Waiting R8 Speed Dial - accessing system numbers 7001-7200

Forward Recall R87 Speed Dial - programming personal numbers 62 (0-9)

General Call 65

Keypad protocol 84 Stations 20-37

Line Access - Group 1 0 Station Lock - change code 42 XXX

Line Access - 1-8 51-58 Station Lock - lock/unlock 41 xxx

Line Access - Groups 2-4 81-83 Voice Mailbox number 38

Night Service - on/off 156 Voice call (to page an individual Keystation) 43

(Station 20 only)

Note: To activate a Voice Mailbox, you invoke a divert facility to Station 38.

Note: These codes can also be used from a Keystation.
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Making and answering calls

To make an external call:

= Lift the handset, or use a Hands-free Key, if available on your telephone.

= Obtain a free Line in one of the following ways:

= Dial 0, (to select a Line from Outgoing Group 1).

= Dial 81, 82 or 83, (to select a Line from Outgoing Groups 2, 3 or 4 respectively).

- Dial 51, 52, 53, 54, 55, 56, 57 or 58, to select Line 1, 2, 3, 4, 5, 6, 7 or 8 respectively.
= Dial the number you require.

To make an internal call:

= Lift the handset, or use a Hands-free Key, if available on your telephone.
= Dial the desired Station number (20 - 37).

To answer a call:

= When the telephone rings, lift the handset, or use a Hands-free Key if available on your tele-
phone.

Holding and transferring calls

To place a call on hold:

= Press the Recall Key (R) on your telephone.

If you replace the handset, you can continue to use your telephone. The held call will call back within
thirty seconds, provided your telephone is idle. To retrieve the call press #1. If you are busy on the
telephone after the thirty seconds, the call will ring as soon as you replace the handset.

To transfer a call:

= Press the Recall Key (R) on your telephone.
= Dial the Station number and replace the handset.

To make an external consultation call:

While on an external call, you can contact another Station to make an enquiry, as follows:

= While on an external call, press the Recall Key (R) on your telephone.

= Dial the Station number.

= To return to the external call and place the Station on hold, press R and dial 2.

= To return to the external call and release the Station, press R and wait, or press R and dial 1.

= To transfer the external call to the Station, replace the handset when talking to the Station
with the external call on hold.
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Programming and dialling speed dial numbers

If you have a standard telephone, you can programme up to ten Personal Speed Dial numbers.
To programme a Personal Speed Dial number:

= Lift the handset, or press the Hands-Free Key, if available.

= Dial the code 62.

= Enter the location (O - 9) where you want to store the number.
= Dial the number you want to store.

« Go on-hook.

To dial a Personal Speed Dial number:

= Lift the handset, or press the Hands-Free Key, if available.
= Dial the code 61.
= Dial the location (O - 9) of the number you wish to access. The number is automatically dialled.

To dial a System Speed Dial number:

= Dial the location code (7001 - 7200) of the number you wish to access. The number is
automatically dialled.
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ADDITIONAL CALL FEATURES

Redial

Use the Redial feature to redial the external number you most recently dialled. A Line is seized
automatically.

To redial the last external number dialled:

< From the Idle Menu, select 'Redial last number’.

From a standard telephone, the code is 60.
Call Pick-up

You can group Stations in Pick-up Groups as detailed below. You can pick up any call, (internal or
external), that is ringing at another Station provided both Stations are programmed in the same Pick-
up Group.

For Stations not in your Pick-up Group, you can pick up external, but not internal, calls. You can also
pick up an external call that is ringing on a Central Bell.

To pick up a call ringing at another Station in your Pick-up Group:

= From the Idle Menu, select the "Call pick-up’ option on the Display.

From a standard telephone, the code is 68.
To programme Pick-up Groups:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming' is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'Stations'.

= Press the Scroll Down Key (v) until "Pick-up groups' is displayed.

= Select "Pick-up groups’.

= Select the Pick-up Group you wish to set up.

= From the Station Menu, allocate Stations to the group by selecting the appropriate Stations
on the Display. The Stations allocated to the group will have a ¢ displayed beside them.

Press the Hands-free Key to finish programming.

Note: You can programme up to four Pick-up Groups. A Station can be placed into only one Pick-up
Group.

To pick up an external incoming call:

= Select "External call pick-up'.

Note: This feature will not work for internal calls.

From a standard telephone, the code is 67.
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Ring Back

If the Station you call is busy, use the Ring Back feature to have the Station call you back when it
becomes free. If you dial for an exchange Line and no Lines are free, use the Ring Back feature to
receive an exchange Line as soon as one is available.

To have a busy Station call you back when it becomes free:

= When you have called a busy Station, select ‘Ring back' on the Display.

When the Station becomes free, your Station will ring and your Display will show 'Ring back
from station’.

= Select 'Answer the call' or pick up the handset to ring the Station.

From a standard telephone, dial R5 when you have called a busy Station.
To receive an exchange Line as soon as one is available:

= When you have dialled for a Line and none are free, select ‘Ring back® on the Display.

When the Line becomes free, your Station will ring and your Display will show 'Ring back
from line".

= Select 'Answer the call' or pick up the handset to seize a Line.

From a standard telephone, dial R5 when you have dialled for a Line and none are free.
Camp on Busy

Camp on Busy allows you to have your Station call a busy Station as soon as it becomes free.

To have your Station dial a busy Station as soon as it becomes free:

= When you get a busy (engaged) tone on calling a Station, stay off-hook and when the called
Station becomes free, your Station will call the telephone.

Call Waiting

If you get a busy tone when you call a Station, you can present the Station with a Call Waiting tone,
provided the Station is not protected against receiving Call Waiting tones. (See page 50). An audible
tone will sound on the called Station, and the option 'Call wait. - Stn xx" will appear on its Display.
If the called Station is protected against Call Waiting tones, it will not signal your call to the user.

To present a busy Station with a Call Waiting tone:

= Select "Waiting tone' on the Display when a busy tone is returned from a Station.

From a standard telephone, the code is R8.
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To accept a waiting call:

If another Station presents you with Call Waiting, this will be indicated on your Display and you will
hear the Call Waiting tone, provided your Station is not protected against Call Waiting tones.

= Select from the Display to answer the waiting call and either hold or release the current call.

Note: If you ignore the Call Waiting tone for a short period, the calling telephone will be presented
with the message 'Call waiting rejected’.

To accept an External waiting call:

If you are on a call and your Station is presented with Call Waiting tone, the call will be indicated
on your Display and you will hear the Call waiting tone, provided your Station is not protected
against Call Waiting tones.

= Select from the Display ‘Answer the call’ or select the associated flashing Line Key
Note: If you select the second call then the first call will automatically be put on hold.

Call Park

The Call Park feature allows you to put an external call on special hold by "parking" it in the system.
Any Station may then pick up the call.

To park and retrieve a call:

= On a Keystation, select "Call park' on the Display.

= 'Pick up park’ is then displayed on the top line on the Display on all Keystations. Select this
option to retrieve the parked call.

Note: Only one call may be parked in the system. A parked call will recall after three minutes.
On a standard telephone, the code is R40 to park a call, and 40 to retrieve it.

Operator Services

You can choose to use an operator with the Commander Vision hybrid system. For example, the
operator can transfer internal and external callers to internal Stations.

To call the operator:

= Dial the code (9) for the operator's Station. The operator's Station is Station 20 by default.

To Intrude on a Line-to-Line call:

The Intrude feature is only available from Station 20, and is used to intrude on a call involving two
Lines, that is when an external transfer or external divert has occurred.
When two Lines are connected in conversation:

= Select one of the lines by pressing its Line key, or

= Select ‘Intrude’ on the Display.

You will then be connected in a three-way conversation.
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General Call

The General Call feature allows you ring all Stations connected to the Commander Vision. The first
Station to answer is connected and the call continues as a normal call. You can also programme
Stations so that they are not rung when a General Call is placed.

To ring all Stations connected to the system:

= From the Idle Menu, select 'General call' on the Display.

From a standard telephone, the code is 65.
To exclude Stations from being dialled by a General Call:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming" is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'Stations'.

= Press the Scroll Down Key (v) until ‘General call protection’ is displayed.
= Select 'General call protection’.

= From the Station Menu, select those Stations that are to be protected from a General Call.
The Stations that are protected will have a O displayed beside them.

Press the Hands-free Key to finish programming.
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System Speed Dial list

You can programme two hundred system speed dial numbers and names. Users of the system may
then access these numbers, provided they are not restricted from dialling the number because of
their Class of Service.

For a description of the Class of Service Override facility, see the Call Restrictions section on page
62. This facility allows a Station to access all system speed dial nhumbers, even though the Station
may be restricted from directly dialling a number because of their Class of Service.

If CND/CLI is activated on your Commander Vision and the Network, incoming calls received from
the network which match numbers stored in the system speed dial directory, will be displayed on
all Keystations associated with the incoming ringing group. If a name is associated with the system
speed dial number then the name will be displayed.

To add or delete a System Speed Dial number:

= From the Programming Station, press the PROGRAMME Key P.
= Press the Scroll Down Key (v) until 'System programming" is displayed.
= Select 'System programming’.
= Enter the System Programming Password and select 'System".
= Press the Scroll Down Key (v) until 'System speed dial* is displayed.
= Select 'System dial’.
= Select 'New entry".
= Enter the index number 001 - 200 and enter the Speed Dial number.
= When the number is entered, select 'Confirm".
= You are then prompted to enter a name. Do one of the following:
= Press "Cancel" if you do not wish to enter a name.
= Enter a name as described on page 16.

Press the Hands-free Key to finish programming or press ‘New entry’ to enter another Speed Dial
number.

Note: Up to twenty-four digits may be stored in any location. A name of up to ten characters,
including spaces, can be used for each entry.

Note: When programming a speed dial number, you may insert a pause of 1.5 seconds between
digits by selecting ‘Pause’ on the display

Page 33



To dial a System Speed Dial number:

« Press the DIRECTORY Key & .
= Select 'System speed dial’.
= Select 'Select by name' or 'Select by location".

= If the list has names programmed, you can choose 'Select by name’. Entries are sorted
in alphabetical order. Enter the first letter of the name you want. The first three entries
starting with that letter are displayed. Use the Scroll Keys to locate the name you want
and select it.

= If names are not programmed on all of the entries, you can choose *Select by location’.
All entries, with or without names, are displayed in the location order. Locations with no
numbers entered, will not be displayed. Use the Scroll Keys to locate the name you
want and select it.

= When you have selected the number or name you want, a free Line is automatically selected
and the number dialled.

From a standard telephone, dial one of the System Speed Dial location codes (7001 - 7200).
Setting Display Messages

This feature enables you to leave a Display Message that will be seen by any Keystation calling your
Station.You can also set a Display Message on a standard telephone, but you cannot check the content.

To set a message to be displayed to internal callers:

« Press the MESSAGE Key. *
= Select 'Display messaging'.
= Select the message to be displayed from the message menu.

= The message menu offers you the choice of eight pre-programmed messages. You can add
extra text to all messages by selecting the "Enter data' option. Message 9 is blank so you
can enter your own message.

The message menu is:

1 (Return at) 6 (At home)

2 (Call back at) 7 (On holidays)
3 (Call me at) 8 (Call)

4 (At a meeting) 9 |

5 (At lunch)

Press the Hands-free Key to finish programming.
Note: See page 17 on how to enter text using the Keypad. Also, if you wish to enter a time or a
date, press * for : and press # for -.

Note: Only Keystations can display messages. A standard telephone will not receive any indication
that a message has been set on the Station it is calling.

From a standard telephone, the code is 39. When you have dialled 39, dial digits 1-8 to select the
required message, and hang up.
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To cancel a Display Message:

= From a Keystation select '‘Cancel the message'.

From a standard telephone dial 39 and hang up.
Displaying caller numbers and routing calls

The Caller Number Display (CND) service is a PSTN service available from your PSTN Network
Provider. If you subscribe to this service, your network sends the telephone number of persons
calling in on PSTN Lines to the Commander Vision, (provided the caller has not elected to restrict
the network from presenting their number). You then have the choice of displaying, or not displaying,
this information on your Keystation Display.

Note: Your telephone number will also be presented to persons you call on PSTN Lines, unless you
restrict your number from being presented. Please contact your Network Provider for further
information.

Calling Line Identity (CLI) services are ISDN services available from your ISDN Network Provider. If
you subscribe to this service, your network sends the telephone number of persons calling in on
ISDN Lines to the Commander Vision, (provided the caller has not elected to restrict the network
from presenting their number). This number, (or name, if a name has been associated with the
number), is displayed on all Keystations programmed to ring.

Note: Your number will also be presented to persons you call on ISDN Lines, unless you restrict your
number from being presented. Refer to page 96 for information on how to restrict your number being
displayed to the person you are calling, for calls made over ISDN Lines.

As well as displaying the numbers of callers, your Commander Vision allows you to associate names
with caller numbers, and display associated names in place of caller numbers. You may also store
up to sixty-five caller numbers, which you can later examine and redial.

How a caller number is displayed at your Station:

= The caller's number will appear on the Display of all Keystations programmed to ring for
incoming calls.

= If a name has been programmed through system programming for association with the
external number, the name will appear on the Display.

= A caller may have chosen to withhold their identity. In this case, the Display will show
'‘Number withheld' instead of the caller's number or name.

= If the number information is not available, the Display will show ‘Number unavailable’
instead of the caller's number or name.

= If more than one call is calling at any one time, the number displayed will be that of the first
call in the queue. When this call is answered by one of the ringing Keystations, the number of
the next call in the queue will be displayed on the Displays of the other ringing Keystations.

= If your Keystation is not ringing for the call, you may examine the incoming call ID by select-
ing 'Examine 1/C call'. The same information shown on the ringing Keystations is then dis-
played.
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To set up your system to display PSTN caller numbers (CND service):

If you subscribe to the Caller Number Display service from your Network Provider then you can
programme the system to display PSTN caller numbers.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until ‘System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select 'Lines’.

= Press the Scroll Down Key (v) until 'PSTN Programming' is displayed.

= Select 'PSTN Programming’.

= Press the Scroll Down Key (v) until *CND Detection' is displayed.

= Select "'CND detection’.

= Select the Lines that have the CND service enabled by your Network Provider. The Lines you
select will have a ¢ displayed beside them.

Press the Hands-free Key to finish programming.

To associate a caller number with a name, and route its calls to a Station:

Up to thirty names, each a maximum of ten characters, (including spaces), may be associated with
caller telephone numbers. When a number with an associated name is received, the name rather
than the number is displayed.

Furthermore a Station number may also be associated with a telephone number. In this case an
incoming call from that number will ring at only that Station. If the Station is busy, the call rings in
as normal in the case of PSTN Lines and returns a busy signal in the case of ISDN Lines.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming’ is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'Lines’.

= Press the Scroll Down Key (v) until ‘Programme CLI no' is displayed.

= Select '"Programme CLI no.".

= Select an Index Number (01 - 30).

= Enter the caller telephone number.

« Press ‘Confirm".

= Select '"Programme CLI stn." and select a Station, if you wish to route calls from that num-
ber to a Station.

= Select 'Programme CLI name' and enter the name to be associated with the number. Refer
to page 17 for help on how to enter names.

Note: CLI Store routing will take precedence over MSN/DDI routing or normal call routing.
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Storing and redialling caller numbers (CLI Store)

The CLI Store automatically stores information about the last sixty-five unanswered calls to the
system, (unless you change the programming to store both answered and unanswered calls). The
information stored is the caller telephone number, and the date and time of the call. Information
is not stored for calls with withheld or unavailable numbers. When the memory is full, the oldest
record is discarded from memory when a new record is received.

The CLI Store can be allocated as one central store, which stores the data on calls ringing the
incoming groups. This store alerts Station 20, (regardless of whether it is the Programming
Station), by means of a display prompt, that new calls have been stored. You can also programme
up to twelve Stations to store up to five numbers each. Each of these Stations can have a separate
record of MSN/DDI calls that ring their Station only. (Note that a maximum of sixty-five numbers
can be stored in the central and individual stores).

To examine and redial stored caller numbers:

Select 'Examine CLI store' to examine the numbers in the personal store of your Keystation.

Select 'Examine sys. CLI store' to examine the system store. This can be selected from
any Station.

You will see the following information:
The number and time of the last three calls received are displayed.

If the call was answered, the Display will show an A’ on the right-hand side of the record.
If the call was not answered, the A" will not be displayed.

If you press the right Keypad Edit Key (»), the date information for that call is shown for a
few seconds, instead of the time.

You may scroll through the stored numbers and names, using the Scroll Up (4) and Scroll
Down Key (v) situated below the Display.

If you press the Display Key beside a particular record, the system automatically seizes a
free Line and dials the displayed number. If the Station is restricted from dialling, or if
there is no Line available, you will hear a busy tone.

If an 'R" is displayed on the right-hand side of a record, this indicates that the number has
been redialled and answered.

To programme the CLI Store
to store all calls or unanswered calls only:

The system CLI Store can store either all calls or unanswered calls only.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'System’.

Press the Scroll Down Key (v) until *CLI store’ is displayed.

Select 'CLI store’.

Select 'Store all calls' or 'Store unanswered calls’.

Press the Hands-free Key to finish programming.
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To set up Stations with an individual CLI Store:

You can programme up to twelve Stations to store five numbers each. Each of these Stations will
have a separate record of calls that ring on exchange Lines programmed to ring their Stations only.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming’ is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select ‘Stations'.

= Press the Scroll Down Key (¥) until *Individual CLI stores' is displayed.

= Select ‘Individual CLI stores’.

= Select the Stations that you wish to have an individual CLI Store. The Stations that will
have a CLI Store will have a & displayed beside them.

Press the Hands-free Key to finish programming.
Paging

You can connect a Public Address amplifier to any Station on your Commander Vision. Users can
then make announcements over the PA. A PA Answer feature allows a user respond directly to the
paging Station, without having to know the Station number. The system also allows users to make
announcements over the speakers of all Keystations, and to make Voice Calls to other users via the
speakers of their Keystations. You can programme the system to protect users' Keystations against
both announcements and Voice Calls. Another facility available is ‘Page All’, which will page both
keystations and a public Address simultaneously.

To programme a Station for use with a Public Address amplifier:

A Station with a Public Address amplifier connected must first be programmed for use with a PA
amplifier.

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'System’.

= Press the Scroll Down Key (v) until *PA amplifier* is displayed.

= Select 'PA amplifier'.

= Select 'PA equipped'.

= Select the Station to which PA system is connected.

Press the Hands-free Key to finish programming.
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To make an announcement over a Public Address system:

If there is a Public Address (PA) system connected to your Commander Vision, any Station can make
an announcement over the PA system.

= From the Idle Menu, press the Scroll Down Key (v) until "Paging’ is displayed.
= Select 'Paging’.

= Select 'Public address' and make your announcement. The announcement can last a maxi-
mum of fifteen seconds.

Note: Do not hang up if you want the paged party to be able to respond directly to your page.
From a standard telephone, the code is 47.

To respond to a page over the PA system:

If you have been paged over the PA, the PA Answer feature puts you in direct contact with the paging
Station, provided that the person who paged you has not replaced the handset.

= When you are paged, select "Answer page' on the nearest Keystation and you will be con-
nected to the paging Station.

From a standard telephone, the code is 45.

To make an announcement over the speakers of all Keystations:

The Internal Paging feature allows any Station to make an announcement over the speakers of all
Keystations. Only Keystations that are page-protected will not be paged.

= From the Idle Menu, press the Scroll Down Key (v) until *Paging’ is displayed.
= Select 'Paging’.

= Select 'Page all Keystations'.

= Make your announcement.

From a standard telephone, the code is 44.

To make an announcement over the speakers of all Keystations and the PA:

The Page All feature allows any Station to make an announcement over the speakers of all
Keystations and the PA amplifier. Only Keystations that are page-protected will not be paged.

< From the Idle Menu, press the Scroll Down Key () until "Paging’ is displayed.
= Select 'Paging’.

= Select 'Page all’.

= Make your announcement.

From a standard telephone, the code is 69.

To make a call over the speaker of another Keystation:

The Voice Call feature allows you to speak over the speaker of an individual Keystation. If the
Keystation is page-protected the voice call will fail.

= From the Idle Menu, press the Scroll Down Key (v) until "Voice call' is displayed.
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= Select "Voice call'.
= Select the Station you wish to page.
= Make your announcement.

From a standard telephone, the code is 43.

To answer a Voice Call at your Station:

= Press the Mute Key and speak in Hands-free Mode, or pick up the handset.

To protect Keystations against Announcements and Voice Calls:

By default, all Keystations may be paged. You can page-protect each Keystation to prevent it from
being paged from either Announcements or Voice Calls.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming’ is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select ‘Stations'.

= Select 'Page protection’
= Select the Stations you wish to protect. A & will be displayed beside protected Stations.

Press the Hands-free Key to finish programming.
To prevent Stations from using the Public Address system:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming" is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select Stations’.

= Press the Scroll Down Key (¥) until 'Restrict use of PA" is displayed.

= Select 'Restrict use of PA'.

= Select the Stations you wish to prevent from using the PA system. A ¢ is displayed beside
the Stations which are restricted.

Press the Hands-free Key to finish programming.
Manager / Secretary

The Manager/Secretary feature is a set of programming options used to maximise the efficiency
with which two people work together. It is typically used for a manager/secretary partnership.

To activate the Manager/Secretary feature, it is necessary to first combine the Manager and
Secretary Stations. When the Manager/Secretary combinations are programmed, the Secretary
may answer calls ringing on the Manager's Station by pressing a key on which the number is
programmed.
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Other standard features that can be used in the Manager/Secretary partnership include
programming a Dedicated Line for the Manager, so that no other Station may make or receive calls
on that Line, programming the Manager's Station with a key for paging or calling the Secretary's
Station, and programming the Manager's Station to divert all calls to the Secretary.To set up

Manager/Secretary combinations:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming’ is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'Stations’.

= Press the Scroll Down Key (v) until ‘Manager/secretary’ is displayed.
= Select ‘Manager/secretary'.

= Select the Secretary Station. When selected, the menu changes to allow you to select the
Manager Station(s).

= Select the Manager Station(s). Manager Stations will be indicated by a & alongside. (If the
Station has been combined previously with a Secretary, the existing Manager Stations will

be indicated with a &. Selecting a Station with a & will remove that Station as a Manager
of that Secretary.)

Press the Hands-free Key to finish programming.

To programme a key to answer the Manager's calls:

With this feature set, the Secretary can answer calls ringing on the Manager's Station by pressing
a key. The Manger / Secretary combination must be programmed for this to operate. The key will
also offer the standard features available when a Programmable Key is programmed to ring a
Station. That is, the Secretary can call the Manager, while the Manager's Station is idle, by
pressing the key. Also, the Secretary can see the status of the Manager's Station from the key light
- lit if the Station is busy, and flashing if ringing.

= From the Secretary's telephone, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until ‘Key Programming' is displayed

= Select 'Key programming’.

= Select the Programmable Key you want to programme.

= Select 'Stations'.

= Enter the Manger's Station number

= Select 'Confirm’.

Press the Hands-free Key to finish programming.
To dedicate an exchange Line to a Manager's Station:

= From the Programming Station, press the PROGRAMME Key P.
= Select 'System programming’.

= Enter the System Programming Password and select ‘Lines’.

= Select 'Outgoing restriction’.

= Select the Line to be dedicated to the Station.
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= The Station Menu is presented. Select the Stations as necessary to leave the manager's
Station the only station with a .

Press the Hands-free Key to finish programming.
To programme a key to page the Secretary’s Station directly:

This programmes a key on the Manager's Station that, when pressed, calls the Secretary's Station,
which automatically answers the call, allowing the Manager to speak over the Secretary's Station
speaker.

= From the Manager's Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *Key Programming" is displayed.

= Select 'Key programming’.

= Select the Programmable Key you want to programme.

= Press the Scroll Down Key (v) until *Voice call’ is displayed.

= Select the "Voice call' option.

= Select 'Enter data' and enter the Secretary’s Station number.

= Select ‘Confirm’.
Press the Hands-free Key to finish programming.
Note: The Secretary Station must be programmed to receive Call Waiting tones. See page 50.

To programme a key to call the Secretary's Station directly:

With this feature set, the Manager can call the Secretary, while the Secretary's Station is idle, by
pressing the key. Also, the Manager can see the status of the Secretary’s Station from the key light
- lit if the Station is busy, and flashing if ringing.

< From the Manager's Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until ‘Key Programming' is displayed

= Select 'Key programming’.

= Select the Programmable Key you want to programme.

= Select 'Stations’.

= Enter the Secretary's Station number.

« Select "Confirm’.

Press the Hands-free Key to finish programming.
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To divert calls to a Secretary:

When this feature is set, all calls to the Manager's Station will be diverted to the Secretary's
Station.

= From the Manager's Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *Key Programming" is displayed

= Select 'Key programming'.

= Select the key you want to programme.

= Press the Scroll Down Key (v) until 'Divert all calls' is displayed.

= Select 'Divert all calls'.

= Select 'Enter data' and enter the Secretary's Station number

= Select 'Confirm'.

Press the Hands-free Key to finish programming.
Alternative Call Routing

You may use this feature to have users' calls routed over specific Lines, or over a specific Network
Provider. To set the feature up you associate input codes with the Lines over which calls should be
routed, and with whatever network codes are necessary to route the call. To use the feature, the
user dials the input code before dialling a telephone number. The call is then automatically routed
over the selected Lines, and the network code is sent to the Line before the telephone number.

Your system also includes the code to access the Telstra network as a pre-programmed menu
option.
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To set up codes to allow calls to be routed on specific Lines or networks:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming® is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'Lines’.

= Scroll Down until *Alternative routing® is displayed.

= Select "Alternative routing on’.

= Enter in a code index (01-50).

= Enter an input code. This is the code dialled by the user.

= Select ‘Confirm*

= Enter in an output code (if required). This is the code that will be inserted before the tele-
phone number that the user dials. This code can be used to select a specific Network
Provider.

= Select 'Confirm’.
= Select the option "preferred" or ‘exclusive’.
If *exclusive’ is selected the calls can only be sent on the Lines selected below.

If ‘preferred” is selected the calls will be routed on any available Line, if none of the select-
ed Lines are available. In this case the output code is not dialled.

« Select the Lines over which calls will be routed.

Press the Hands-free Key to finish programming.
To route a call using the Alternative Call Routing feature:
= Select a Line Key, or dial a code for a Line (51-58) and select ‘'send digits’.
= Dial a valid input code.
= When a Line is seized, dial the telephone number you wish to reach.
Your call will then be connected with the output code being dialled before the telephone number.

Note: Any Line Key or Line code (51-58) can be selected above. However, the system will select the
Line for the call based on the input code.

To dial a telephone number via the Telstra network:

< Press the NETWORK Key N.

= Select 'Telstra'. When 'Telstra' is selected, an external PSTN or ISDN Line is selected, as if
'0" was dialled, and the digits '1411" are sent to the Line. This is the code necessary to
access the Telstra network.

= Dial the telephone number you wish to reach.
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Sending a Forward Recall whilst on a call

A Forward Recall signal may be required if you are using certain network services on standard PSTN
exchange Lines, or if your Commander Vision is connected to another telephone system (PABX) via
one of the Line interfaces.

The Forward Recall feature allows you to send a hold signal forward on the Line to the exchange or
PABX. To send a hold signal, you must be on a call or have dialled at least one digit of the number
you are calling.

To send a Forward Recall signal to an exchange or a PABX:

= From a Keystation, select "Forward recall’ on the Display.

From a standard telephone, the code is R87.
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STATION SET-UP OPTIONS

Customising your Keystation

This PROGRAMME Key (P) accesses the options available to customise your Keystation settings and
to enter your Personal Speed Dial list.

To make a new entry in your Personal Speed Dial list:

This feature allows you to set up your own Personal Speed dial list of numbers and names. You
may programme up to twelve numbers, each with or without a name.

= From your Keystation, press the PROGRAMME Key P.

= Select 'Personal speed dial*. The first three locations will be displayed.

= Select the location you want to programme. Use the Scroll Down Key (v) to scroll down the
locations as required.

= Select 'New entry".
e Enter the number.
= \When the number is entered, select 'Confirm’.

= You are then prompted to enter a name. If you want to do so, follow the instructions on
page 16. If you want the number only, press ‘'Cancel’.

Press the Hands-free Key to finish programming.

Note: When programming a speed dial number, you may insert a pause of 1.5 seconds between
digits by selecting 'Pause’ on the Display.

Note: A maximum of ten characters per name, including spaces, may be entered.

To turn on Hands-free answerback mode:

You may programme your Keystation to work in Hands-free answerback mode. In this mode the
Hands-free Key light flashes red, and when you receive an internal call, you hear a burst of tone and
the call is connected automatically. You can speak to the caller without touching the Keystation.
= From your Keystation, press the PROGRAMME Key P.
= Select 'Hands-free answerback’.

= Select the required option - 'Set h/free answerback’ or 'Cancel h/f answerback’, to set and
cancel the Hands-free answerback mode respectively.

Press the Hands-free Key to finish programming.
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To program a feature onto a Programmable Key on your Station:

You may re-programme any or all of the eight Programmable Keys, located along the top of the
Keystation. You can programme these keys to select Lines, Stations, features or speed dial
numbers.

= From your Keystation, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *Key Programming’ is displayed.

= Select 'Key programming’.

= Press the Programmable Key to be programmed. A list of options appears on the Display.

= Select the required feature to be programmed onto the key. Use the Scroll Down Key (v) to
scroll down to view the list of available features. For example, to programme the key with a
speed dial number, select the 'Individual digits' option.

Press the Hands-free Key to finish programming.

Note: If you are programming the key to call an external number remember to precede the number
with a O, or an Outgoing Group code, 81 - 83, or a Line code, 51 - 58, to seize an exchange Line.

To turn on Headset Mode:

This feature allows you to put your Keystation into Headset Mode, which allows your system to
operate with a headset. The Keystation must be equipped with a headset to operate correctly and
the headset has to be plugged in instead of the handset. The Hands-free Key is used to answer
and make calls.

= From your Keystation, press the PROGRAMME Key P.
= Press the Scroll Down Key (v) until ‘Headset Mode" is displayed.
= Select "Headset mode".

= Select the required option - "Headset on' or 'Headset off'. Once selected, the Display will
show 'Headset on' or 'Headset off' and then revert to the Idle Menu.

Press the Hands-free Key to finish programming.

Note: The handset does not operate in Headset Mode.

To set a ringing tone on your Keystation:

You can select one of three ringing tones.

= From your Keystation, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until ‘Ringing options® is displayed.

Select 'Ringing options'.

Select 'Tone 1', "Tone 2' or "Tone 3', which will cause the selected tone to sound.

Select "Confirm' to use the chosen tone. On the Display 'Ring type set" will appear and
then the Display will revert to the Idle Menu.

Press the Hands-free Key to finish programming.
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To set the Display contrast on your Keystation:

You may choose from four levels of display contrast.

= From your Keystation, press the PROGRAMME Key P.
= Press the Scroll Down Key (v) until ‘Contrast options' is displayed.
= Select 'Contrast options’.

= Select 'Level 1, 'Level 2', 'Level 3" or 'Level 4" to set a contrast option. The prompt
‘Contrast set’ appears on the Display.

Press the Hands-free Key to finish programming.

To enter system programming:

If your Station is the Programming Station, you have access to the system programming options. If
you select this option, you will be prompted to enter the System Programming Password. If this
option is selected from any other Station, the Display will show *Programming refused’. The default
Programming Station is Station 20.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming' is displayed.

= Select 'System programming'.

= Enter the System Programming Password to access system programming. For more infor-
mation about system programming, see page 105.

Do Not Disturb

If your Station is set to ‘Do Not Disturb’, anyone trying to call you will receive a busy (engaged) tone.
If the person trying to contact you has a Keystation, '‘Do-not-disturb enabled" will appear on its
Display. Call Back and Reminder Call are the only incoming ringing that will be accepted when this
feature is set.

To set Do Not Disturb on your Station:

< From the Idle Menu, press the Scroll Down Key (v) until ‘Do Not Disturb’ is displayed.
= Select 'Do Not Disturb’.

To cancel Do Not Disturb on your Station:

= From the Idle Menu, Select ‘Cancel do-not-disturb®. This option is displayed only when the
feature is set.

Note: When 'Do Not Disturb’ is set, you will hear a broken dial tone when you lift the handset.

From a standard telephone, the code 150 is used to set and cancel this feature.
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Station Lock

This feature allows you to lock your Station to prevent unauthorised users from making external
calls. You use a Lock Password to lock, unlock, or to make calls from a locked Station. The
default Lock Password for all Stations is 123, but each Station may change its password.
Station Lock Passwords can be examined from the Programming Station.

To lock your Station

< From the Idle Menu, Press the Scroll Down Key (v) until 'Station Lock" is displayed.
= Select 'Station Lock’.

= Select 'Lock the Station’.

= Dial your 3-digit Lock Password. (The default Lock Password is 123).

Press the Hands-free Key to finish programming.
From a standard telephone, the code is 41.

To unlock your Station:
= Select '"Unlock the station'. This Display option only appears when the Station is locked.
< Dial your 3-digit Lock Password. (The default Lock Password is 123).

Press the Hands-free Key to finish programming.

From a standard telephone, the code is 41.

To make a call from a locked Station:

Dial 0O, or press a Line Key, or dial the code for a Line (51 - 58), as if to select a Line.

Dial your 3-digit Lock Password. (The default Lock Password is 123).

Lift the handset or press 'Send digits' or press the Hands-free Key.

A Line will be seized.

Dial the number you require.

To change your Station Lock Password:

< From the Idle Menu, press the Scroll Down Key (v) until 'Station Lock" is displayed.
= Select 'Station Lock’.

= Select 'Change the lock code’.

< Dial the existing 3-digit Lock Password. The default password is 123.

= Dial your new 3-digit Lock Password. The new Lock Password will not be displayed when
entered.

Press the Hands-free Key to finish programming.

From a standard telephone, the code is 42.
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To examine Station Lock Passwords:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming' is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'Stations’.

= Select 'Examine passwords’

= Select 'Stn. lock password"'.

= Select the Station. The Lock Password is briefly displayed on the top line of the Display.

Press the Hands-free Key to finish programming.
Call Waiting tone protection

As described on page 30, Stations may present a busy Station with a Call Waiting tone, provided
the busy Station is not protected against receiving Call Waiting tones. By default, all Stations are
protected against receiving Call Waiting tones. However, you may programme Stations to receive
Call Waiting tones.

To programme a Station to receive Call Waiting tones:

= From the Programming Station, select the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select ‘Stations’.

= Press the Scroll Down Key (v) until *Tone protect’ is displayed.

= Select 'Tone protect’

= Select the Stations you wish to allow receive Call Waiting tones. A < is displayed beside
those Stations allowed to receive Call Waiting tones, and a & is displayed beside those
Stations protected against receiving Call Waiting tones. (By default, all stations will have a
+ displayed).

Press the Hands-free Key to finish programming.

To protect an individual call from Call Waiting tones:

If your Station can receive Call Waiting tones, you may protect each call on an individual basis from
interruption.

< When you are on a call, select "Tone protect’ on the Display.

From a standard telephone, the code is R66.
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Room Monitor

This allows you to call a Station that has this feature set and listen through its handset receiver.

To monitor a room:

From the Idle Menu of the Keystation in the room you wish to monitor, press the Scroll
Down Key (v) until '‘Room Monitor" is displayed.

= Select "'Room monitor'.

Lift the handset and leave off-hook.

Go to the Station from where you want to monitor and dial the number of the Station that
has the feature set.

Note: The Station that has the feature set can only be monitored from Station 20 or 21.

From a standard telephone, the code is 48.

To cancel room monitoring:

= To cancel room monitoring, replace the handset at both Stations.

Reminder Call

This feature enables you to set your Station to ring at a given time.
To set your Station to give you a Reminder Call at a given time:

< From the Idle Menu, press the Scroll Down Key (v) until ‘Reminder Call* is displayed.
= Select 'Reminder call’.
= Enter the time in the 24-hour clock format, for example, 0930 for 9.30 am.

At the programmed time, the Station will give ten rings. If not answered, it will ring twice more at
two-minute intervals and will then cancel.

Note: Alarm calls must be set daily and therefore cannot be set more than 24hrs ahead.

To review and cancel a Reminder Call:

= To review a Reminder Call, select 'Reminder call' and the time set will be displayed. Select
'Confirm' to retain the programmed time. If you wish to change the time, select 'Change’
and enter a new time.

= To cancel the reminder call, select *Change’ followed by *Confirm’.

From a standard telephone, the code 46 is used to set a Reminder Call, and the code 46* is used
to cancel it. A standard telephone cannot query the Reminder Call time.
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Station Reset

You can reset your Station to cancel all the following features if they have been set:

= Do Not Disturb

= Call Divert

= Call Back

= Display Messaging

« Reminder Call

To reset your Keystation:
< From the Idle Menu, press the Scroll Down Key (v) to scroll downwards until ‘Reset the tele-
phone' is displayed.

= Select 'Reset the telephone’. The Display shows 'Station reset’ momentarily before return-
ing to the Idle Menu.

If you are using a standard telephone, dial 157 and wait for the acknowledgement tone (internal dial
tone).
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To programme exchange Lines to be used for incoming calls only:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'Lines'.

Press the Scroll Down Key (v) until *Incoming calls only".

Select *Incoming calls only’.

Select the Lines that are to be used for incoming calls only. Lines programmed for incom-
ing calls only will be indicated by a & alongside.

Press the Hands-free Key to finish programming.

Group Hunting

Group Hunting allows you to have groups of Stations answering different Lines. The calls to the
Hunt Group are presented in cyclical order to the Stations in the Group. The first call is presented
to the first available Station, the next to the second available Station, and so on.

To set up a Hunt Group:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'Lines'.

Press the Scroll Down Key (v) until "Hunt Groups' is displayed.

Select "Hunt groups’

Select the Hunt Group you wish to set up. Up to four Hunt Groups can be set up. (To
select Hunt Group 4, press the Scroll Down Key (v) and select "Hunt group 4").

Select the Stations to be in the group. When completed, press the Scroll Down Key (v)
until *Cancel" is displayed, and press "Cancel’ to quit the Station Menu.

Select the Lines that are to be used with the Hunt Group.

Press the Hands-free Key to finish programming.

Note: The Lines and Stations programmed in a Hunt Group are exclusive to that Hunt Group and
cannot be placed in another Hunt Group.

Note:

Calls can be transferred to an individual Station in a Hunt Group from a Station outside the

Hunt Group, but not to the Hunt Group as a whole.
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To divert Hunt Group calls:

Station 20, (irrespective of where the Programming Station is), can programme diversions for calls
presented to Hunt Groups.

= At Station 20, from the Idle Menu, press the Scroll Down Key (v) until *Hunt Group Divert'
is displayed.

Select "Hunt group divert'.

Select the Hunt Group. If selecting 'Group 4', press the Scroll down key (v) and select
‘Group 4'

Select the type of diversion.

Enter the Station to which the calls are to be diverted

Press the Hands-free Key to finish programming.
Note: Individual Stations in a Hunt Group cannot divert calls presented to the Hunt Group.

Note: If you are diverting to an external number first dial a Line access code, (0, 51, 81, etc), and
then the number.

Note: When "Hunt group divert’ is enabled, there is no indication given on Keystation displays.

Outgoing Groups

To programme Lines into groups for access using the codes 0, 81, 82, 83:

Exchange Lines can be grouped together in up to four Outgoing Groups. Each Outgoing Group is
associated with a code. These codes are 0, 81, 82, and 83, with Group 1 being associated with
0, etc. Dialling a code seizes a Line from the associated Outgoing Group.

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until *'System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select 'Lines".

= Press the Scroll Down Key (¥) until *Outgoing groups' is displayed.

= Select 'Outgoing groups’.

= Select the Group you wish to set up. Up to four Groups can be set up, each with a corre-
sponding access code - 0, 81, 82 or 83.

= Select the Lines to be in the Group. The Lines in the Group are indicated by a .

Press the Hands-free Key to finish programming.

Note: Lines can be in one Outgoing Group only. Selecting a Line to be a member of a Group
automatically removes it from all other Groups.
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Outgoing Line Priority

On systems with a mixture of ISDN and PSTN lines, there is a feature available where either ISDN
or PSTN lines will always be selected first when an external call is being made.

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming' is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'Lines'.

= Press the Scroll Down Key (¥) until ‘Outgoing line priority* is displayed.

= Select 'Outgoing line priority".

= Select the Line priority you wish to use. The priority selected is indicated by a .
Press the Hands-free key to finish programming.

Note: The default is ‘No priority’ is selected.

Assigning Station names

You may assign names to Stations. When a Station receives an internal call, its Display will show
the calling Station name in the place of the calling Station number.

To assign a name to a Station:

= From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'Stations’.

= Select 'Name programming’.

= From the Station Menu, select the Station you want to name and enter the name as
described on page 17. Up to ten characters (including spaces) can be entered for each
name.

= When the name is entered, select 'Confirm*. You will be presented with the Station Menu
and can continue programming other names.

Press the Hands-free Key to finish programming.
Day Service / Night Service

The Day Service / Night Service feature allows you to change the Stations which ring on incoming
calls, change the Class of Service at each Station, and change the voice greeting heard by callers,
(if you have voicemail installed). These changes can take place each day automatically at pre-
programmed times, or can be invoked manually. Furthermore, the system can be programmed to
remain in Night Service over the weekend.

To set the automatic start and end time for Night Service:

The Automatic Night Service feature allows you to set the times at which the system automatically
enters Night Service and reverts to Day Service.

= From the Programming Station, press the PROGRAMME Key P.

Page 56






= Select "Weekend service'.

= Select 'Weekend service on'.Press the Hands-free Key to finish programming

Note: To cancel Weekend service, repeat as above, selecting "Weekend service off* as the last step.

Setting the time and date
To set the time and date on the system:

< From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until 'System programming' is displayed
= Select 'System programming'.

= Enter the System Programming Password and select 'System’.

= Select 'Time and date’.

= Enter the correct time in 24-hour format, (e.g. 2pm as 1400). The Display will prompt for a
date.

= If you only wish to set the time select 'Confirm’ and the Display will revert to the Idle Menu.

= Enter the date in ddmmyy format, (e.g. 10 December 1999 as 101299). When the date
has been entered the Display will revert to the Idle Menu.

Press the Hands-free Key to finish programming.
Note: Following a system reset, the time shown will be 12:00 and the date shown will be 01-01-99.
Note: In the event of a power failure, you will need to reset the time and date.

Note: If the Network Provider supplies the Caller Number Display service (CND) the system time will
be updated:

= When the system is reset.

= Following the first incoming call after 03:00 AM daily.
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USING A FAX MACHINE

Fax Line / Station

If your Commander Vision is equipped with standard PSTN Lines, and you wish to employ a fax
machine, it is recommended that one of the PSTN Lines be allocated as a fax line with the number
being publicised accordingly. With the Fax Line/Station feature you can programme the unit to route
all calls received on this Line directly to a Station equipped with your fax machine. The Line will
also be available to make outgoing calls as normal. You can restrict the number of Stations that
have access to this Line for making calls to ensure that the Line is generally available to receive
faxes.

To allocate a Line and a Station to a fax machine:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming’ is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select ‘Lines".

= Select 'Day ringing station’.

= From the Line Menu, select the Line to be allocated as a fax line.

= From the Station Menu, select the Station with the fax machine. Ensure that the Station
with the fax machine is the only Station with a () displayed alongside.
= Press the Scroll Up (a) Key for two seconds, or scroll down to the end of the menus and

select ‘Cancel’. This returns you to the Line Menu. Press the Scroll Up (a) Key again for
two seconds, or scroll to the end of the menus and select 'Cancel’.

Press the Hands-free Key to finish programming.
Fax Detection

If you wish to receive ordinary calls and fax calls on the same Line, a Fax Detect feature is provided
in the system.

When a Line is programmed for 'Fax Detect', a voice message is provided to callers on the Line.
When a call rings in it is answered by the system, the following message is returned to the caller:
'If you are sending a fax, please press the send key. If not, please hold.” This message is followed
by silence, while the system looks for fax tones. If fax tones are detected, the call will be sent to
the Station programmed as having a fax machine connected. If fax tones are not detected, the call
will be presented as a normal incoming call.

This service is available as standard on all systems and does not require a Voice Module. However,
it can only be programmed for one PSTN exchange Line and cannot be programmed for ISDN Lines.

You can use this service when you have a limited number of PSTN Lines and do not have a dedicated
fax number.
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To set up a Line for both fax and voice calls:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming" is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'Lines".

= Press the Scroll Down Key (v) until ‘PSTN Programming' is displayed.
= Select 'PSTN programming’.

= Select 'Fax Detection’.

= Select the Line.

= Select the Station with the fax machine.

Press the Hands-free Key to finish programming.

Note: This facility is available on PSTN Lines only. This facility is not available on ISDN Lines.
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RESTRICTING OUTGOING CALLS

Station Line Access

This feature lets you decide which exchange Lines each Station can access for outgoing calls. By
default, all Stations have access to all Lines.

To restrict a Station from accessing a particular exchange Line:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming’ is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select ‘Lines’.

= Press the Scroll Down Key (v) until *Outgoing restriction’ is displayed.
= Select 'Outgoing restriction’.

= Select the Line.

= Select the Stations to be prevented from accessing that Line. A e is displayed alongside
those Stations that are restricted from accessing the Line, and a ¢ is displayed alongside
those Stations that have access to the Line.

Press the Hands-free Key to finish programming.
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Class of Service

Each Station may be programmed for a Class of Service. This determines the type of call the
Station is allowed to dial. Four tables, which can be programmed with up to fifty codes, are used
to implement six Classes of Service.

= By default, all Stations are in Class 1, that is, they have no restriction placed on them.

= A Station placed in Class 2 is restricted from dialling the codes programmed in Table 2.
(Table 2 would typically be programmed with the international access code 00).

A Station placed in Class 3 is restricted from dialling the codes programmed in Tables 2
and 3. (Table 3 would typically be programmed with non-local national access codes).

A Station placed in Class 4 is restricted to internal and emergency, (000 and 11444), calls
only.

A Station can be placed in Class 5 in addition to being in Class 2 or 3. In this case the
codes programmed in Table 5 are allowed.

A Station can be placed in Class 6 in addition to being in Class 1, 2 or 3. In this case the
codes programmed in Table 6 are restricted.

The following table shows the types of restriction for the different Classes of Service available:

Type of restriction Table Class
No restriction - 1
Restrict codes in Table 2 Table 2 2
Restrict codes in Table 2 and 3 Table 3 3
Internal and emergency calls only - 4
Allowed codes that can be combined with Class 2 or 3 Table 5 5
Restricted codes that can be combined Class 1, 2 or 3 Table 6 6

Note: The emergency codes are 000 and 11444. They cannot be barred.
Note: Both Classes 5 and 6 can be associated with the same Station.

Note: Class 5 cannot be associated with Class 4 Stations.

To set up Class of Service access tables:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming" is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'System’.

= Press the Scroll Down Key (v) until *Class codes' is displayed.

= Select 'Class codes’.

= Select the "Table' to which you want to assign codes. (Table 2, 3, 5, or 6).
= Select an ‘index number' and enter the code.

= Select 'Confirm' when the code is entered.

Press the Hands-free Key to finish programming.
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Note: When entering a code an additional option is given on the display of your Keystation. This
option is the “Any” key, which when selected inserts the symbol “X” into the next character of the
code (number) you are entering. The symbol “X” will represent any number (O to 9)

To restrict Station outgoing calls during the day:

With this feature, you can assign the Stations to a Class of Service that will operate when the
system is in Day Service. On power-up, all Stations are in Class 1.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'Stations’.

= Select 'Restriction classes'.

= Select 'Day Class of Service'.

= Select the Class you want to assign to the Stations, (Class 1 - Class 6).

= Select the Stations to be entered in this Class.

Press the Hands-free Key to finish programming.

To restrict Station outgoing calls during the night:

With this feature, you can assign the Stations to a Class of Service that will operate when the
system is in Night Service. On power-up, all Stations are in Class 1.

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select ‘Stations’.

= Select 'Restriction classes’.

= Select 'Night Class of Service'.

= Select the Class you want to assign to the Stations, (Class 1 - Class 6).
= Enter the Stations to be entered in this Class.

Press the Hands-free Key to finish programming.
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To allow Stations use System Speed Dials overriding call restrictions:

You may wish to allow Stations to dial numbers, entered in the System Speed Dial list, which they
are restricted from dialling directly. For example, these could be numbers that Stations in Classes
2, 3 or 4 cannot dial directly. Entering these numbers into the System Speed Dial list and activating
this feature on the Stations, allows the restricted Stations to access these numbers.

By default, this feature is not activated on any Station.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming" is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'Stations’.

= Press the Scroll Down Key (¥) until 'Sys. Speed no. override' is displayed.
= Select 'Sys. speed no. override’

= Select the Stations on which you wish to activate the feature. Those Stations allowed to
dial System Speed Dial numbers not normally appropriate to their Class of Service are indi-
cated by a e.

Press the Hands-free Key to finish programming.

Note: Numbers on a Station's Personal Speed Dial list cannot override the Class of Service
restriction of the Station.
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USING VOICEMAIL AND OTHER VOICE SERVICES

A Courtesy Service greeting is available as standard on your Commander Vision. If your system is equipped
with a Voice Module, a number of other voice services are available. These services are provision of a
customised Courtesy Service greeting, individual Voice Mailboxes for Stations, a System Answering Machine,
and an Auto-attendant feature.

Courtesy Service

This service is available, with a standard greeting, on all systems. If the system is equipped with a Voice
Module, you can customise the greeting.

When the Courtesy Service feature is activated on an exchange Line, callers to the system are answered
automatically with a greeting.

If a call rings in during Day Service and is not answered manually within a programmed time, (30 seconds
by default), the call is automatically answered with the following message: ‘Thank you. Your call will be dealt
with. Please hold.

If a call rings in during Night Service and is not answered manually within a programmed time, (30 seconds
by default), the call is automatically answered with the following message: 'Thank you. There is no one here
at the moment. Please call back again during office hours."

Whilst the message is being returned, the call continues to ring as an incoming call until a Station answers
it, or the call is automatically cleared down by the system.

A programming choice is given to select the source for the message, the internal source, or the Voice Module
source (if you have a Voice Module fitted). The Vioice Module source should only be chosen if you wish to
customise the messages.

This service can be used where there can be delays in answering calls, and you want to ensure that callers
do not hang up before someone answers their call.

Note: On standard PSTN Lines, if a caller hangs up the call will be held by the system until it is either picked
up internally or the system times out after one minute. You can avoid this by equipping your PSTN Lines with
the Reversal-on-ldle service. See page 92.

To have callers automatically receive a Courtesy greeting:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming’ is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select ‘Lines'.

= Press the Scroll Down Key (v) until ‘Courtesy Service' is displayed.

= Select 'Courtesy Service'

= Select the source for the message. ‘Internal source’ is the default.

= Select "Courtesy Service day" or "Courtesy Service night'.

= Select the Lines that are to be answered by the Courtesy Service. The Lines that are programmed
to be answered are indicated by a .

Press the Hands-free Key to finish programming.

Note: The "Voice module source' is only available when a Voice Module is installed. (See page 69).
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To change the ringing time before calls receive the Courtesy greeting:

You can change the time that a call will ring before being automatically answered by the Courtesy
Service, as follows:

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select 'System’.

= Press the Scroll Down Key (v) until 'Timers' is displayed.

= Select 'Timers'.

= Press the Scroll Down Key (v) until *Courtesy Delay’ is displayed.

e Select "Courtesy delay’

= Enter the time required in seconds, (01 - 30).

= Press ‘Confirm’.

Press the Hands-free Key to finish programming.

To have callers receive a customised Courtesy greeting:

When a Voice Module is installed, you can program the Courtesy Service feature to select the Voice
Module as the source of the message. This allows you to customise the Courtesy Service by
recording the message you wish returned to the caller.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming' is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select ‘Lines’.

= Press the Scroll Down Key (v) until *Courtesy Service' is displayed.

= Select "Courtesy Service'

= Select 'Voice module source' as the source for the message.

= Select 'Courtesy Service day' or ‘Courtesy Service night'. (You can set up the customised
Courtesy Service on either, or both Day and Night Service).

Select the Lines that are to be answered by the Courtesy Service. The Lines programmed
to be answered will be indicated by a O.

Press the Hands-free Key to finish programming.

Note: Customised Courtesy Service may only be set up if the Auto-attendant feature has not already
been invoked.

Note: Enabling Courtesy Service will cause all stored Voice Mailbox messages to be automatically
deleted. See 'To swap Station voicemail ports:' on page 74.
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To record a customised Courtesy greeting:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'System’.

Press the Scroll Down Key (v) until '*Change greetings' is displayed.
Select *Change greetings’

Select "Courtesy service day"' or 'Courtesy service night' to record the Day Service and
Night Service greetings respectively.

Select 'Record greeting'.

When prompted, speak and record the new greeting.

Press the Hands-free Key to finish programming.

Voicemail

This service is only available when a Voice Module is fitted. Stations can be provided with Voice
Mailboxes. When these are turned on, the Voice Mailbox answers calls to the Station. The calls
answered are all internal calls and external calls directed solely to the Station. Examples of external
calls directed solely to the Station are DDI calls and Auto-attendant calls.

A Station must be allocated a Voice Mailbox before it can use voicemail. The default programming
is that Stations are not allocated a Voice Mailbox.

All messages, which have been retrieved or played, are permanently deleted after eight days.
Messages that are not retrieved are deleted after fifteen days.

To allocate a Voice Mailbox to a Station:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select *System programming’.

Enter the System Programming Password and select 'Stations’.

Press the Scroll Down Key (v) until "Voice boxes" is displayed.

Select *Voice boxes'

Enter the Stations to be allocated a Voice Mailbox. Those Stations allocated a box will be
indicated by a e.

Press the Hands-free Key to finish programming.
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To turn on your Voice Mailbox:

= You turn on your Voice Mailbox by diverting calls to the number 38.
< If 'Divert all calls' is activated to 38, all calls will be answered by the Voice Mailbox.

= If ‘Divert on no answer" is activated to 38, calls unanswered after four rings will be
answered by the Voice Mailbox.

< |f 'Divert on busy' is activated to 38 calls received when your Station is busy will be
answered by the Voice Mailbox.

= For information on how to divert calls, see page 22.

To access your Voice Mailbox:

* Press the MESSAGE Key *
= Select 'Voice messaging'.
= Enter your Station number, (which is your Voice Mailbox number).
= Enter your Voicemail Password, (1111 by default), followed by #.

= You are presented with the Voice Messaging Control Menu. The options displayed are
'Play’, 'Erase all messages', 'Greeting’, 'Change Password’, ‘Monitor' and 'Cancel".

= Select the Display option you require.

To retrieve messages left in your Voice Mailbox:

If new voice messages have been left in your Voice Mailbox, the Message Waiting Light, located on
the top right-hand corner of your Keystation, will be on. In addition, the top line on your Keystation
Display will show 'New voice messages'.

= Select 'New voice messages'.

= Enter your Station number.

= Enter your Voicemail Password, which is 1111 by default, followed by #.

Select 'Play’. The new messages are played.

Note: Each message is preceded by a time stamp telling you when the message was received.
When all new messages are played, you are informed of the total number of messages in your box.
You may skip the time stamp by dialling 8, which jumps forward ten seconds.
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To record your own Voice Mailbox greeting:

Each Station, which has been allocated a Voice Mailbox, can record its own greeting. This will be
relayed to callers who are answered by the Voice Mailbox.

= At your Station, press the MESSAGE Key *

= Select "Voice messaging’.

= Enter your Station number when prompted.

= Enter your Voicemail Password, (1111 by default), followed by #.

= Select 'Greeting’.

= Select 'Record greeting’

= Speak to record a personalised greeting when prompted.

= Press 'Confirm’.

Press the Hands-free Key to finish programming
To replay the Voice Mailbox greeting:

= At your Station, press the MESSAGE Key *

= Select 'Voice messaging'.

= Enter your Station number when prompted.

= Enter your Voicemail Password, (1111 by default), followed by #.
= Select 'Greeting'.

= Select 'Replay greeting*

The greeting will then be replayed for you.
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To retrieve your Voice Mailbox messages remotely:

In order to access your Voice Mailbox remotely, you must have your calls diverted to your Voice
Mailbox, and have either a Line programmed to ring directly at your Station, or have a Line
programmed with the Auto-attendant service. (See page 77 for information on the Auto-attendant
service).

< If a Line is programmed to ring directly at your Station and your Voice Mailbox is turned on,
dial the Line number.

= If you do not have a Line ringing directly to your Station, dial in on an Auto-attendant Line,
and when you receive the Auto-attendant message dial your Station number.

= When answered by your voicemail greeting, access your Voice Mailbox by dialling the code
88, followed by your Station number, Voicemail Password and #.

= Then dial the following numbers to access your messages:
- Dial 1 Playback commences at the first message
e Dial # Playback is paused
- Dial 2 Save this message and move to the next message
= Dial 3 Erase this message and move to the next message
« Dial 4 Go back to the start of the message
= Dial 5 Go back to the previous message
< Dial 6 Erase all messages
= Dial 7 Go back ten seconds
= Dial 8 Go forward ten seconds / Skip the time stamp
< Dial 91 Change the outgoing greeting
= Dial 92 Check the outgoing greeting
= Dial 93 Delete the outgoing greeting

« Dial 0 Change Voicemail Password

To monitor/pick-up callers as they speak to your Voice Mailbox:

You can operate your voicemail in Voicemail Monitor Mode. In this mode, when calls are diverted
to your Voice Mailbox and your Station is free, the call is relayed over the speaker of your Keystation.
If you lift your handset, you can intercept the call, in which case no message is left in the Voice
Mailbox.

e Press the MESSAGE Key *

= Select 'Voice messaging'.

= Enter your Station number when prompted.

= Enter your Voicemail Password, (1111 by default), followed by #.

= Press the Scroll Down Key (v) until *Monitor® is displayed.

= Select "Monitor’.

= Select "Monitor on' or *Monitor off’.

Press the Hands-free Key to finish programming.
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To change your Voicemail Password:

By default, each Station is allocated the same Voicemail Password, (1111). You can enter your own
password, which can be up to eight digits long, as follows:

Press the MESSAGE Key *

Select "Voice messaging'.

Enter your Station number when prompted.

Enter your Voicemail Password, (1111 by default), followed by #.

Select "Change password'.

Enter your new Voicemail Password, which can be up to eight digits long.

Press 'Confirm"'.

Press the Hands-free Key to finish programming.

Note: If you forget your Voicemail Password, you can check all Station Voicemail Passwords from
the Programming Station.

To check all Voicemail Passwords:

All Station Voicemail Passwords can be examined from the Programming Station.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *'System programming' is displayed.
Select 'System programming".

Enter the System Programming Password and select 'Stations’.

Select "Examine passwords’.

Select "Voice mail password'.

Select the Station whose password you wish to examine. The Voicemail Password of that
Station is briefly displayed on the top line of the Display.

Press the Hands-free Key to finish programming.
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To operate voicemail from a standard telephone:

Standard telephones can also be allocated Voice Mailboxes. As explained, you turn on the Voice
Mailbox by diverting calls to 38. To do this dial the following codes, followed by the number 38:

« 151 for 'Divert all calls"

= 152 for 'Divert on busy*

= 153 for 'Divert on no answer’

If messages have been left for a standard telephone, there is no indication given to the telephone.
You should regularly access the Voice Mailbox to check for messages.

To access the Voice Mailbox, dial the code 88, followed by your Station number, Voicemail Password
and #. Then dial the following numbers to access your messages:

Dial 1
Dial #
Dial 2
Dial 3
Dial 4
Dial 5
Dial 6
Dial 7
Dial 8
Dial 91
Dial 92
Dial 93
Dial O

Playback commences at the first message
Playback is paused

Save this message and move to the next message
Erase this message and move to the next message
Go back to the start of the message

Go back to the previous message

Erase all messages

Go back ten seconds

Go forward ten seconds / Skip the time stamp
Change the outgoing greeting

Check the outgoing greeting

Delete the outgoing greeting

Change the Voicemail Password
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To swap Station voicemail ports:

The Commander Vision Voice Module has two ports for accessing voicemail services. Each Station
is assigned to a port, and only one assigned Station can access that port at any one time. The
default setting is that Stations with even numbers are assigned to port 1, and Stations with odd
numbers are assigned to port 2. The port to which a Station is assigned may be changed as
follows:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until ‘System programming® is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'System’.

= Press the Scroll Down Key (v) until "Voice box ports' is displayed.

= Select 'Voice box ports'

= Select 'Port 1' or ‘Port 2'.

= Enter the Stations to be assigned to this port.

Press the Hands-free Key to finish programming.

Note: Enabling either Courtesy Service or Auto-attendant dedicates port 1 to this feature alone. All
Voice Mailboxes are automatically assigned to port 2 and all stored mail messages are
automatically deleted, even if all Stations are already assigned to port 2.

Answering Machine

This feature allows you to set up an Answering Machine to answer incoming calls. This service is
only available when a Voice Module is installed. You can select which Lines are to be answered by
the Answering Machine when it is turned on. It can be used on both ISDN and PSTN Lines. You
can select how long a call rings before the Answering Machine answers.

All messages received are stored in a system Answering Machine, which is controlled by Station 20.
Station 20 can also customise the greeting. You can turn the Answering Machine service on and
off at any time at Station 20 and its operation is independent of Night Service.

This service replicates an Answering Machine. You can use it if you are not answering calls at lunch
or at night, or simply want to record messages from callers. If desired, you can have this feature
on permanently, so that calls, which are not answered for a programmable period, are answered by
the Answering Machine. The greeting may ask callers to dial a Station number, in which case the
call will be transferred through to that Station.

Note: If a call is received when the Voice Module storage is full, it will not be possible to store any
further messages. In this case the following standard greeting will be given to the caller: ‘There is
no one available to deal with your call at the moment. If you wish to contact a particular Station,
please dial the number."

To turn the Answering Machine on and off:

= At Station 20, press the Scroll Down Key (v) until *Answering machine’ is displayed.

= Select 'Answering machine’ to turn the Answering Machine on. Deselect "Answering
machine to turn the Answering Machine off.
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To programme Lines to be answered by the Answering Machine:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming" is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'Lines".

= Press the Scroll Down Key (v) until ‘Answering Machine’ is displayed.
= Select 'Answering Machine’

= Select the Lines to be answered by the Answering Machine. The Lines that will be
answered are indicated by a .

Press the Hands-free Key to finish programming.
To change the greeting on the Answering Machine:

* Press the MESSAGE Key *

= Select 'Voice messaging'.

= Enter 9 as the Station number, (which is your Voice Mailbox number).
= Enter your Voicemail Password, (1111 by default), followed by #.

= You are presented with the Voice Messaging Control Menu. The options displayed are
'Play’, 'Erase all messages', "Greeting’, 'Change Password’, ‘Monitor' and ‘Cancel".

= Select 'Greeting'.

= Select 'Record greeting*

= Speak to record a personalised greeting when prompted.
= Press 'Confirm'.

Press the Hands-free Key to finish programming.
To set the time a call will ring before the Answering Machine answers:

= From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until 'System programming’ is displayed.

Select "'System programming’.

Enter the System Programming Password and select 'System’.

Press the Scroll Down Key (v) until ‘Timers" is displayed.

Select 'Timers'.

Select "Ans. machine/AA delay*

Enter the time. The default is 010 seconds.

Press the Hands-free Key to finish programming.
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To have an Auto-attendant answer calls and allow Station access:

You can programme individual Lines to be answered with the Auto-attendant. You can also programme
different Lines for the feature for Day and Night Service.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key () until *System programming® is displayed.
Select 'System programming'.

Enter the System Programming Password and select ‘Lines’.

Press the Scroll Down Key () until "Auto-attendant’ is displayed.
Select 'Auto-attendant’.

Select 'Confirm* when prompted.

Select "Auto-attendant day' or "Auto-attendant night'.

Select the Lines that are to have the Auto-attendant service. The Lines programmed for this
service will be indicated with a e.

Press the Hands-free Key to finish programming.

Note:

Auto-attendant may only be set up if Customised Courtesy Service has not already been

invoked.

Note:

Enabling Auto-attendant will cause all stored Voice Mailbox messages to be automatically

deleted. See 'To swap Station voicemail ports:' on page 76.

To customise the Auto-attendant message:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until 'System programming' is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'System’.

Select "Change greetings'

Select "Auto attendant day’ or "Auto attendant night' to record the Day Service and Night
Service greetings respectively.

Select "Record greeting’.

When prompted, speak to record the new greeting.

Press the Hands-free Key to finish programming.
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PROGRAMMING ADDITIONAL SYSTEM OPTIONS

Using a Door Station

You can equip your Commander Vision with a Door Station. The Door Station has a button which,
when pressed, rings at programmed Stations, and has a microphone/speaker for communication.
With a Door Station fitted in your reception area, anyone visiting your premises can call when they
arrive and you can speak to them before you let them in.

Your Commander Vision also features a Doorstrike relay output, which can be used to operate a
Doorstrike mechanism, to allow you open the door from your Station. You must purchase the
Doorstrike mechanism yourself and arrange for a qualified electrician to install it.

To set up a Door Station on your System:

= From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *'System programming’ is displayed.

Select 'System programming’.

Enter the System Programming Password and select 'System’.

Select 'Door station’'.

Select "Door station equipped".

Press the Hands-free Key to finish programming.

To set up which Stations the Door Station will ring:

You can choose which Stations will ring upon calling from the Door Station, for either Day or Night
Service.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming® is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select ‘Lines".

= Press the Scroll Down Key (v) until ‘Day ringing Stations' or 'Night ringing Stations' is dis-
played.

= Select 'Day ringing Stations' or 'Night ringing Stations' to programme the Stations that will
ring during Day Service and Night service respectively.

= Select 'Door Station'.
= Select the Stations that will ring when a visitor calls from the Door Station.

Press the Hands-free Key to finish programming.

Answering a Door Station call:

You can answer a Door Station call if your Station is programmed to ring when someone calls at the
Door Station.

= To answer a Door Station call, lift the handset and speak. There is no code to dial.

Note: A Station cannot make a call to a Door Station
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To open a door using the Doorstrike:

< When your Station is ringing with a Door Station call, and you have a Doorstrike mechanism
installed, the option 'Open the door" will be displayed.

= Select 'Open the Door'. The Doorstrike relay will operate and the call to the Door Station
will be disconnected.

From a standard telephone, the code is R86 if you are on a call, and 86 if you are not on a call.

To programme which Stations can operate the Doorstrike:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming' is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'Stations’.

= Press the Scroll Down Key (v) until *Open door restriction® is displayed.
= Select 'Open door restriction’.

= Select which Stations are restricted from opening the door. The Stations restricted from
operating the Doorstrike will be indicated with a .

Press the Hands-free Key to finish programming.
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Using Call Manager to control your Keystation

To control your Keystation from your PC:

You can equip each of your Keystations with a Call Manager. This allows the Keystation to be
controlled from a Personal Computer (PC), with calls being placed and answered using the PC. The
Call Manager package consists of the software programme, which runs on Windows 95/98, a
connection cable and V24 interface module to connect the Keystation to the PC, a power adapter
for the Keystation, and a user guide.

One Call Manager package must be purchased for each Keystation that is to be controlled by a PC.
There is no limit to the number of Keystations that can be equipped with Call Manager.

Note: Call Manager is only compatible with Windows 95/98.
Call Manager set up is illustrated below:

Customer PC COM port R S232 cable

1 e e , ucﬁ

=

V24 interface module

External power
Module

b |
RJ12 cable f‘;

V4
/

HEE W

Underside of Keystation
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To use the Extended Call Log, Phone Book and Call Notes:

Call Manager provides additional services in addition to placing and answering calls via your PC:

= Extended Call Log: A log is maintained on the PC of all incoming calls to the Station.

= Phone Book: A PC-based telephone book is provided which can store a large number of
entries. Phone numbers can be imported from other applications.

= Call Notes: A call history can be maintained by inserting text notes for each call received
from a particular person. When recalled, notes for all the calls received from that person
are displayed. An example of a call notes screen is illustrated below:

Eﬂﬂ Mame: IS EAR

Suaname: |0 Cannior
Telephone No 101814023312

[07/09/98 14:57:22 Called regarding spares for 10th Sept
24/08/38 17:34:11 Didered spare system modules for shipment 2nd week Sept.

EI':I Cancel
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Call Logging
If your system is equipped with a Call Logging Interface Module, a printer or PC may be connected
to your Commander Vision system, which will maintain a record of incoming and outgoing calls made

on the system. Details are printed as the calls are completed.

The interface to the printer or PC should be serial V24 / RS232-C and should meet the following
specifications: Speed - 4800, 9600 or 19200 bps. Data - 8 bits, no parity.

Calls are printed out in the following format as they are completed:

1 2 3 4 5 6 7 8 9
0/G 10/01/99 | 12.00:01 | 00:00:30 | LO1 S21 S21 | :000.00 | 1234567
0/G 10/02/99 | 12.00:10 | 00:01:56 [ LO2 S25 S25 | :000.00 | 567890

I/C 10/13/99 | 12.01:13 | 00:06:32 | LO3 S22 S24 | :000.00

The explanation of the data output is as follows:

Column Number | Data Output Explanation

Incoming (1/C) or Outgoing (0/G) call

Date (day/month/year)

Start time

Duration of the call

Line used

Initiating Station

Terminating Station

Cost. (Only available if the ISDN service, AOC, is enabled on the network)

Digits entered (outgoing calls only)

OO N[O [WIN[F

To enable/disable Call Logging:

Call Logging is disabled by default on power up. If a Call Logging Interface Module is installed, you
should enable Call Logging.

= From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.

Select 'System programming’.

Enter the System Programming Password and select 'System’.

Press the Scroll Down Key (v) until *Call logging® is displayed.

Select "Call logging’.

Select either "On for all phones® or *Call logging off".

Press the Hands-free Key to finish programming.
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To prevent calls from individual Stations being logged:

If Call Logging is enabled, then by default all calls from all Stations will be logged. However
individual Stations can be programmed to prevent their calls being logged.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming’ is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select ‘Stations'.

= Press the Scroll Down Key (v) until *"No call logging® is displayed.

= Select 'No call logging'.

= Select the Stations whose calls are not to be logged. The selected Stations will be indicat-
ed with a e.

Press the Hands-free Key to finish programming.
To set the call logging interface speed for connecting a Printer or PC:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming’ is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'System'.

= Press the Scroll Down Key (v) until 'Set v24 baud rate' is displayed.

= Select 'Set v24 baud rate’.

= Select which speed you require - 4800, 9600 or 19200 baud.

Press the Hands-free Key to finish programming.

Power failure options

To provide battery backup:

Your Commander Vision can be equipped with an optional Battery Backup Unit (BBU). When
equipped, full operation of the Commander Vision is provided for at least one hour in the event of
a power failure. If your system is equipped with ISDN access, it is recommended that this BBU be
installed as calls can be received and made on the ISDN Lines if power fails.

Note: If you require back up batteries please contact Commander Service on 1 300 138899.
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To make outgoing calls following a power failure:

In the event of a mains power failure, (with the system not equipped with a BBU), PSTN exchange
Lines are switched automatically to particular Stations and calls can be made and received on these
Lines until the power is restored. The Keystation will not work when power has failed, so these
Stations must be connected to standard telephones in order for calls to be made.

= Line 1 is switched to Station 24
= Line 2 is switched to Station 25
= Line 5 is switched to Station 31
= Line 7 is switched to Station 37

Note: ISDN Lines are not switched. A Battery Backup Unit must be provided if ISDN service is
required during a power failure.

Operation with a parent PABX

You can connect the Commander Vision to a parent PABX via its Line interfaces.

You can programme any of the four Outgoing Groups to work with a parent PABX. When programming
the Outgoing Groups as PABX groups, PABX access digits and the number of digits in a PABX Station
number are entered. The PABX access digits are the digits that must be dialled to select an
exchange Line in the parent PABX. (You can have a maximum of two PABX access digits).

If you wish to make an external call via the parent PABX, you must seize a Line connected to the
PABX and dial the access digit(s) before the external number you require. If you wish to make a call
to a parent PABX Station, you must seize a Line connected to the PABX and dial the Station number
without any access digit(s).

Note: The system will take the access digits into account in deciding whether the Station is
restricted from making the call according to its Class of Service, that is, a Station prevented from
making external calls will be also prevented from making external calls through the parent PABX.

Both external numbers and PABX Station humbers may be entered into Personal and System Speed
Dial lists. When a speed dial number is selected for dialling, the system checks whether the number
is a PABX Station by checking the number of digits against the programmed Station number length.
If it is a PABX Station the system selects a PABX Group and if a Line is free dials the digits. If the
selected number is an external number, the system attempts to seize an exchange Line. If one is
available, it dials the number without inserting the access digits. If an exchange Line is not
available a free PABX Line is seized and the access digits are automatically inserted.

If Redial is activated the number is redialled on the same group on which the original call was made.
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To programme PABX Access digits:

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until ‘System Programming' is displayed.
= Select 'System programming'.

= Enter the System Programming Password and select 'Lines'.

= Press the Scroll Down Key (¥) until ‘PABX group’ is displayed.

= Select 'PABX group’.

= Select which Outgoing Group you wish to use. You are then presented another menu with
which to programme the parent PABX Access digits.

= Select 'Set/clear PABX status' to set or clear the selected Outgoing Group as a PABX
Group. A confirmation prompt appear momentarily on the top line of the Display

= Select 'Access digits'. Enter the "Access digits' for an external Line on the parent PABX
and select *Confirm".

= Select 'Stn. num. length'. Enter the number of digits in the Station numbers on the parent
PABX.

Press the Hands-free Key to finish programming.

Miscellaneous system configuration options

To change the Programming Station:

System programming can only be carried out at one Keystation, that is, the Keystation connected
to the Programming Station. By default, Station 20 is the Programming Station. The Programming
Station can be changed to any other Station if required.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *System programming" is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'System’.

= Select 'Programming position".

= Select the Station you wish to have as the Programming Station. The selected
Programming Station is denoted by a .

Press the Hands-free Key to finish programming.
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To change the System Programming Password:

The default System Programming Password (1111) can be changed to any 4-digit number.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (¥) until 'System programming"’ is displayed.
= Select 'System programming’.

= Enter the System Programming Password and select 'System’.

= Select '‘Change password’.

= Select ‘Change’ and enter the 4-digit number you require.

= Select ‘Confirm’.

Press the Hands-free Key to finish programming.

CAUTION: If you forget the System Programming Password you must call Commander Service on 1
300 138899.

To configure unequipped Line interfaces:

The system assumes that available Line interfaces have exchange lines connected to them. If a
Line interface does not have an exchange line connected, ensure correct system operation by
unequipping the Line interface in system programming, as follows:

= From the Programming Station, press the PROGRAMME Key P.

* Press the Scroll Down Key (v) until *System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select ‘Lines’.

= Press the Scroll Down Key (v) until "Equipped Lines’ is displayed.

= Select 'Equipped lines".

= Select the Lines you wish to equip or unequip. Equipped Lines are denoted by a <.
Unequipped Lines are denoted by a .

Press the Hands-free Key to finish programming.
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To configure disconnected Stations:

The system assumes that all available Station interfaces have devices connected to them. If a
Station interface does not have a device connected, ensure correct system operation by
disconnecting the Station interface in system programming, as follows

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until 'System programming' is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'Stations’.

Press the Scroll Down Key (v) until 'Station disconnect’ is displayed.
Select ‘Station disconnect'.

Select the Stations you wish to connect or disconnect. Disconnected Stations are denoted
by a e.

Press the Hands-free Key to finish programming.

Note: When a Keystation is connected to a Station interface that is programmed as disconnected,
the Keystation's Display may appear as if the Keystation is connected. However, when the handset
is lifted a busy tone is heard and no options will be displayed.

To examine system passwords:

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.

Select 'System programming’.

Enter the System Programming Password and select 'Stations’.

Press the Scroll Down Key (v) until "Examine passwords' is displayed.

Select "Examine passwords’.

Select either 'Station lock password®, or *Voice mail password’, or ‘Answering machine’.

= If you selected 'Station lock password’, the Station menu will appear. Select a Station
and its Station Lock Password will appear on the Display.

= If you selected "Voice mail password’, the Station menu will appear. Select a Station
and its Voicemail Password will appear on the Display.

= If you selected 'Answering machine', the Answering Machine Password appears on the
display.

Press the Hands-free Key to finish programming.
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To configure Line Key Lights:

When a call is placed on System Hold, you can decide if the associated Line Key Light is to flash
or remain steady on all other Keystations. The default setting is that the light flashes.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'System’.

Press the Scroll Down Key (v) until "Line key light" is displayed.

Select 'Line key light'

Choose either 'Light flashing on hold" or ‘Light steady on hold".

Press the Hands-free Key to finish programming.

To prohibit trunk-to-trunk calls on a Station:

You may prohibit individual Stations from activating External Divert, External Transfer and External
Conference. (These features set up so-called trunk-to-trunk calls).

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming® is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'Stations’.

Press the Scroll Down Key (¥) until "No trunk-to-trunk calls' is displayed.
Select 'No trunk-to-trunk calls'.

Select the Stations to be denied this feature. Those Stations denied the feature are indi-
cated by a e.

Press the Hands-free Key to finish programming.

To move a faulty Station:

If a Station interface becomes faulty, you can swap its Station programming to a different Station.
Calls for the faulty Station will be routed to the new Station.

From the Programming Station, press the PROGRAMME Key P.
Select 'System programming’.

Enter the System Programming Password and select 'Stations’.
Press the Scroll Down Key (v) until ‘Port Swapping" is displayed.
Select 'Port swapping'.

Select the faulty Station from the Station list.

Select the new Station from the Station list.

Press the Hands-free Key to finish programming.

Note: You cannot port swap a Doorstation when programmed.
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To configure PSTN Lines:

There are various options to configure the PSTN Line interfaces on your system. It is recommended
that these settings should only be altered from the original settings if there has been a change in
the network connection.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until 'System programming' is displayed.
Select 'System programming’.

Enter the System Programming Password and select ‘Lines'.

Press the Scroll Down Key (v) until ‘PSTN Programming"® is displayed.
Select 'PSTN programming".

Select the desired option as detailed in the table below. The options are either explained
in the following pages or in the referenced pages

Press the Hands-free Key to finish programming.

PSTN Programming Option Default setting Alternate setting
Time break Time break set Earth recall set
Loop calling Loop calling not set Loop calling set
Reversal on Idle ROI is not enabled ROI is enabled
CND Detection CND not set CND set
See page 36.
Fax Detection Fax detection not set | Fax detection set
See page 60.

To programme PSTN Lines to use either timed break or earth recall signals:

PSTN Lines communicates with a parent PABX system, for example to tell it to hold or transfer a
call, by sending either a timed break or an earth recall signal. By default, all PSTN Lines are set to
send a timed break.

From the Programming Station, press the PROGRAMME Key P.

Press the Scroll Down Key (v) until *System programming" is displayed.
Select 'System programming’.

Enter the System Programming Password and select 'Lines'.

Press the Scroll Down Key (v) until 'PSTN programming' is displayed.
Select 'PSTN programming’.

Select ‘Timed break’.

A menu showing the PSTN Lines will be presented. The Lines using a timed break signal
are indicated by a ¢. Those using an earth recall signal are indicated by a ©. Select the
Lines to use a timed break signal as required.

Press the Hands-free Key to finish programming.
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To programme Loop Calling on PSTN system Lines:

All PSTN Lines are programmed by default to use standard PSTN signalling. You can programme
your PSTN Lines to use Loop Calling if required. The benefit of having Lines programmed for Loop
Calling is that the dial tone on the Line will stay active until the network, (not the system), releases
the Line.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select ‘Lines’.

= Press the Scroll Down Key (v) until ‘PSTN programming® is displayed.

= Select 'PSTN programming’.

= Select ‘Loop calling'.

= A menu showing the PSTN Lines will be presented. The Lines using Loop Calling are indi-
cated by a ¢. Those using the standard signalling are indicated by a ©. Select the Lines
as required.

Press the Hands-free Key to finish programming.
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To programme your PSTN Lines to use Reversal-on-ldle:

On a standard PSTN Line the Commander Vision has no way of telling whether the other party has
hung up, and thus will not automatically release the Line. Therefore, the system requires the user
to manually hang up or otherwise clear calls. On trunk-to-trunk calls, such as external divert and
transfer, no Commander Vision user is involved and therefore the system cannot tell if calls have
ended and whether it should release the Lines. Your Network Provider offers a solution by providing
supervised PSTN Lines. These are Lines that signal to the user that the other party has cleared
the call. The signal provided is a so-called Reversal-on-ldle (ROI) signal. If you have this service
enabled, or you have ISDN Lines, (which are always supervised), your Commander Vision is better
equipped to handle trunk-to-trunk calls.

To make trunk-trunk calls without any restriction the incoming Line must be supervised. If you
receive a call on an unsupervised Line, you can also make a trunk-to-trunk call without restriction if
the outgoing Line is supervised, by putting the incoming call on hold before dialling the outgoing
number. If neither the incoming nor outgoing Lines are supervised then external divert and transfer
calls will time out after five minutes, and conference calls with two external parties will clear down
on all parties when the Commander Vision caller hangs up.
As well as enabling the Reversal-on-ldle service with your Network Provider, you must also
programme the PSTN Lines to activate the service.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until *'System programming" is displayed.

= Select 'System programming'.

= Enter the System Programming Password and select 'Lines'.

= Press the Scroll Down Key (v) until ‘PSTN programming’ is displayed.

= Select 'PSTN programming’.

= Press the Scroll Down Key (v) until ‘Reversal on Idle’ is displayed.

= Select 'Reversal on Idle’.

= Select the Lines which have Reversal-on-ldle enabled by your Network Provider. The Lines
you have selected will have a & displayed beside them.
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To set system timers:

You can set various timers from the Programming Station to suit your requirements.

= From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming® is displayed.

« Select 'System programming’.

= Enter the System Programming Password and select 'System’.

= Press the Scroll Down Key (v) until ‘Timers® is displayed.

« Select ‘Timers'

= Select the required timer to be changed and enter the duration. (See table below).
= Confirm the new time.

Press the Hands-free Key to finish programming.

Timers Range Default setting
Recall on hold 001 - 1800 90 seconds
Recall on transfer 001 - 180 90 seconds
Divert on no answer 01-30 11 seconds
Courtesy delay 01-30 30 seconds
Open the door 01-30 5 seconds
Door Station ring duration 01-30 30 seconds
Call park 001 - 600 180 seconds
Ringback time duration 01-30 30 seconds
Answer machine / Auto-attendant delay 01-30 10 seconds

Recall on Hold

This is the time that elapses before a call, which has been placed on hold, rings back the Station that
put the call on hold.

Recall on transfer

This is the time that elapses before a call, which has been transferred and not answered, rings back the
Station that attempted the transfer.

Divert on no answer

This is the time that elapses before a call ringing at a Station, with Divert on No Answer set, is diverted.

Courtesy delay

This is the time that elapses before an unanswered incoming call is presented the courtesy message.

Open the door

This is the time that the Doorstrike relay will remain open following activation.
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Door Station ring duration
This is the time that Stations will ring when the Door Station is pressed.
Call Park

This is the time that elapses before a call, which has been placed on *Call park’, rings back the
Station that parked the call.

Ringback time duration

This is the time a Station will ring when Ringback has been invoked.

Ans. Machine/AA delay

This is the time that elapses before an unanswered incoming call is presented with the answering
machine or auto-attendant greeting.

To reset your system:

There are two system reset options available - a warm and a cold reset. These should be used with
extreme care, preferably only as directed by your Commander consultant.

< From the Programming Station, press the PROGRAMME Key P.

= Press the Scroll Down Key (v) until 'System programming® is displayed.

= Select 'System programming’.

= Enter the System Programming Password and select 'System'.

= Press the Scroll Down Key (v) until 'Reset options' is displayed.

= Select 'Reset!" or 'Reset to default!".

CAUTION: These are complete system resets, not individual Station resets.
Selecting ‘Reset!" (warm reset) will reset the system and cut off all established calls.

Selecting 'Reset to default!" (cold reset) will reset the system, cut off all established calls and
remove all programming from the system.
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